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		  Datasheet File OCR Text:


		  sd103a ... SD103C sd103a ... SD103C schottky barrier diodes schottky-barrier dioden version 2008-04-17 dimensions - ma?e [mm] nominal current nennstrom 0.2 a repetitive peak reverse voltage periodische spitzensperrspannung 20...40 v glass case glasgeh?use do-35 (sod-27) weight approx. gewicht ca. 0.13 g equivalent smd-version ?quvalente smd-ausfhrung ll103c...ll103a standard packaging taped in ammo pack standard lieferform gegurtet in ammo-pack maximum ratings and characteristics grenz- und kennwerte type typ repetitive peak reverse voltage periodische spitzensperrspannung v rrm  [v] forward voltage durchlass-spannung v f  [v] i f  = 20 ma i f  = 200 ma SD103C 20 < 0.37 < 0.6 sd103b 30 < 0.37 < 0.6 sd103a 40 < 0.37 < 0.6 power dissipation C verlustleistung t a  = 25c p tot 400 mw 1 ) peak forward surge current, 60 hz half sine-wave sto?strom fr eine 60 hz sinus-halbwelle i fsm 15 a leakage current, t j =25c sperrstrom SD103C sd103b sd103a v r  = 10 v v r   =  20 v v r   =  30 v i r < 5 a junction capacitance sperrschichtkapazit?t v r  = 0 v, f = 1 mhz c tot typ. 50 pf reverse recovery time sperrverzug i f  = 200 ma through/ber i r  =  200 ma to  i r  =  20 ma  t rr typ. 10 ns junction temperature C sperrschichttemperatur storage temperature C lagerungstemperatur t j t s -50...+125c -50...+175c thermal resistance junction to ambient air w?rme widerstand sperrschicht  C  umgebende luft r tha  < 250 k/w  1 ) 1 valid, if leads are kept at ambient temperature at a distance of 5 mm from case gltig, wenn die anschlussdr?hte in 5 mm abstand vom geh?use auf umgebungstemperatur gehalten werden 1 valid, if leads are kept at ambient temperature at a distance of 5 mm from case gltig, wenn die anschlussdr?hte in 5 mm abstand vom geh?use auf umgebungstemperatur gehalten werden ?  diotec semiconductor ag http://www.diotec.com/ 1 ?  1.9 ?  0.52 6 2 . 5   3 . 9




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of SD103C 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























