

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CSTN03			AA8361			04303			LBT16802			D2036			3D7105K2			MC74VQ02			CMKT5078			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				DP2-101-RL2-Z Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  dp1 ~ 2 ~ 3 directing switches rohs compliant  specications  rating max. 50ma 24vdc min. 0.5ma 20mvdc    silver plated contacts  10   a  20mvdc    gold plated contacts  initial contact resistance 20m 
   max.    1.5ma  200  vac  dielectric strength 250vac 1 minute  except between terminals of led  *otvmbujpo3ftjtubodf 100m 
 min.  250vdc  &mfdusjdbm-jgf 200,000 operations 5sbwfm dp1,dp3  : 0.8 ? 0.3mm dp2  : 1 ? 0.3mm 0qfsbujoh'psdf 0.93 ? 0.29n 0qfsbujoh 5fnqfsbuvsf3bohf  25 ? 75 ? 4upsbhf 5fnqfsbuvsf3bohf  25 ? 85 ?   features   1. pc board mount direct mounting to pc board. the terminal pin layout is in  inch pitch. 2. high contact reliability self-cleaning, twin contact mechanism provides high  contact reliability. 3. light tactile feel metal contacts provides light tactile feel. 4. designed for high density mounting the height to the top of the cap from the pcb surface is  as low as 11 to 11.5 mm, and the case prole is designed  to  allow side-by-side mounting. 5. wide variations the cap style, color, and led color are available in many  variations. a clear cap is available for dp1 and dp3 to  insert a label or letter printing inside. (recommended  label size and thickness: 7 x 7 mm and 0.3 mm for dp1- 100 and dp3; and 10 x 10 mm and 0.3 mm for dp1-120) ? twin contacts ? self cleaning mechanism when the switch is activated, movable contacts slide in  the direction of the arrow to clean the contact points.

 dp1 ? 3  structure    123  cap shape    fig. cap shape 0 standard 1dp2   wide cap 2dp1   wide cap  cap color    code cgbo color clear gray blue orange code rkyw color red black yellow white dp    2      1      0     1     b          r     l2        z 4fsjft $pef /vncfs pg1pmft $bq 4ibqf $poubdu 1mbujoh /vncfs pg-&% 4jmwfs1mbufe (pme1mbufe /pof $pef $poubdu1mbujoh 4usvduvsf $bq$pmps -&%$pmps #  led specications  color code i ' v ' v 3 nom. max. red l2 20ma 2.1v 2.8v dc4v green l5 25ma 2.1v 2.8v dc4v yellow l8 25ma 2.1v 2.8v dc4v red & red l22 20ma 2.1v 2.8v dc4v red & green l25 red 20ma green 25ma 2.1v 2.8v dc4v  part numbering    part no. switching function y dp1  100  z ? dp1  100b  z y dp1  120  z  dp1  120b  z off  on  connecting terminals ? 1  2 dp1 spst without led   non-illuminated      $  4usplf    &qpyztfbm    *   ( $   * 
      ?? ?    4usplf       
      ?? ? &qpyztfbm  *   ( $   * >0 >d>s>h>g>q>m>i>s >/         >&>' >&>' (sr[\ vhdo  6wurnh  s  >0 >d>s>h>g>q>m>i>s >/         >&>' >&>' (sr[\ vhdo s   6wurnh  ?   �  semi-standard products.    �  made to order products.  on  � momentary

 dp1 ? 3 part no. switching function dp2  100 ? z dp2  110 ? z off  on  connecting terminals ? 1  2 dp2  101 ? l  z dp2  111 ? l  z dp2  101b ? l  z dp2  111b ? l  z off  on  connecting terminals ? 1  2 led circuit dp2  101 ? l  z dp2  102b ? l  z off  on  connecting terminals ? 1  2 led circuit part no. switching function dp3  101 ? l  z dp3  101b ? l  z off  on  connecting terminals ? 1  2 led circuit dp2 dp3 spst spst  part numbering      ?   ?  ?                              &qpyztfbm   *($ * 
                         ?  : cap color code. led color to be speci  ed in   .   on  � momentary ?   � refer to "table of part numbers" on p.189. ? ?          4usplf y  &qpyztfbm '4,          ? ?    -&%          4usplf   y  &qpyztfbm '4,             -&%  ?  ?          4usplf   y    &qpyztfbm '4,            ? ?      4usplf      &qpyztfbm     (       ? ?    -&%  4usplf         y    &qpyztfbm (     
        

 dp1 ? 3  pcb footprints & mounting  part  no. dp1  100  zdp1  120  z dp2  100  z dp2  101  z dp2  102  z dp2  110  z dp2  111  z dp3  101  z footprint dimensions  � panel cut-out dimensions mounting reference reference reference reference          	  
 	  
            n by 0 ?         	
 	
                   n by  0 ?            	  
 	  
                       nb y  0 ?            	
 	 
                                	
 	
                              	
 	  
                     nby    0? 0b4 �; 02:  precautions  e  ective operating range to operate  dp1  120  z ,depress the center of the cap. led circuit current to be applied to the led must be lower than the forward current (if) indicated in  the led specifications of each switches. resistance value r should be calculated using the  following formula.  notes upon ordering   d caps for  dp1  and  dp3  are standard accessories.  please designate a cap upon ordering the switch. clear cap is not available for  dp2 .  standard accessories     ? supplied with switch - part name cap ty p e dp1  100  z dp3  101  z dp1  120  z dimensions materials : polycarbonate resin color code clear 140000470157 140000470188 c white 140000470184 140000470217 w red 140000470158 140000470189 r black 140000470166 140000470216 k gray 140000470159 140000470190 g blue 140000470160 140000470191 b orange 140000470161 140000470192 o yellow 140000470186 140000470118 y 6tf7'7updbmdvmbuf

  table of part numbers  series dp1  100 dp1  120 dp2  100 ? z dp2  110 ? z contact plating silver gold silver gold silver gold silver non-illuminated dp1  100  z ? dp1  100b  z dp1  120  z  dp1  120b  z   dp2  100  b  z    dp2  110  b  z    dp2  100  g  z    dp2  110  g  z    dp2  100  k  z    dp2  110  k  z    dp2  100  m  z    dp2  110  r  z    dp2  100  o  z    dp2  110  w  z  ?  dp2  100  r  z    dp2  110  o  z  ?  dp2  100  w  z     dp2  100  y  z    soldering    dp1 ? 3  ~ manual soldering y device: soldering iron y 380 ? c, max. 3 seconds, max. � auto soldering y device: jet wave or dip type y 275 ? 10 ? c 6 sec, max. y preheat time shall be 120 seconds max. at 80 ? 120 ?  max.  flux cleaning  dp1 ? 3  ? solvents : fluorine or alcohl type ? dp1 ? 3 series are not washable. to wash the pc board,  clean the soldering surface of the pc board with a brush  so that the switch is not exposed to the cleaning solution. ? after soldering, wait until the temperature of the terminals  cool down to 90 ?  or below or until the parts are exposed  to room temperature for more than 5 min. before washing. dp1 ? 3  packaging specications dp1 ~ dp2  100 ~ dp3 dp2  110/111 series dp2  101 ? l  z dp2  111 ? l  zdp2  102 ? l  z dp3  101  l  z contact plating silver gold silver silver silver gold illuminated    dp2  101  bl2  z    dp2  101b  bl2  z    dp2  111  bl2  z ?   dp2  102  bl22  z      dp3  101  l2  z     dp3  101b  l5  z    dp2  101  bl5  z    dp2  101b  gl2  z ?   dp2  111  bl5  z    dp2  102  bl25  z      dp3  101  l5  z     dp2  101  bl8  z     dp2  111  gl2  z ?   dp2  102  gl22  z      dp3  101  l8  z     dp2  101  gl2  z     dp2  111  gl5  z    dp2  102  gl25  z  ?   dp2  101  gl5  z     dp2  111  gl8  z    dp2  102  kl25  z    dp2  101  gl8  z     dp2  111  ol2  z ?   dp2  102  ml25  z    dp2  101  kl2  z     dp2  111  ol5  z    dp2  102  ol25  z    dp2  101  kl5  z     dp2  111  ol8  z    dp2  102  rl25  z    dp2  101  kl8  z     dp2  111  kl2  z    dp2  102  gl55  z    dp2  101  ol2  z     dp2  111  kl5  z ?   dp2  102  gl88  z    dp2  101  ol5  z  ?   dp2  102  wl25  z    dp2  101  ol8  z  ?   dp2  111  ml5  z     dp2  101  rl2  z     dp2  111  rl2  z     dp2  101  rl5  z  ?   dp2  111  rl5  z     dp2  101  rl8  z     dp2  101  wl2  z     dp2  111  yl2  z     dp2  101  wl5  z     dp2  111  wl2  z     dp2  101  wl8  z     dp2  111  kl8  z     dp2  101  yl2  z      dp2  101  ml2  z  ?� cap  color code w � white r � red k � black g � gray b � blue o � orange y � yellow ?   �  inquiry products. ? please contact us for congurations which are not shown in the above table.    �  made to order products. ?   �  semi-standard products.
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