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		  Datasheet File OCR Text:


		  1 confguration connector   7/16 din female connector specifcation   mil-std-348 heat sink   black anodized aluminum  heatsink connection method   standard body style   straight electrical specifcations frequency range, ghz   dc to 8 impedance, ohms   50 maximum vswr   1.5:1 maximum input power, watts   100 peak power, kwatts   2 frequency 1 frequency, ghz   dc to 2 vswr   1.2:1 frequency 2 frequency, ghz   2 to 4 vswr   1.35:1 frequency 3 frequency, ghz   4 to 6 vswr   1.45:1 frequency 4 frequency, ghz   6 to 8 vswr   1.5:1 mechanical specifcations temperature operating range, deg c   -55 to +125 . color   black connector type   7/16 din female inner conductor material and plating    brass, silver coupling nut material and plating    brass, silver body material and plating   brass, silver dielectric type    ptfe compliance certifcations   (visit www.pasternack.com for current document) rohs compliant   y es PE6226 PE6226  rev 1.1 click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   high power 100 watts rf load up to 8 ghz with 7/16 din female input conduction cooled  body black anodized aluminum heatsink  PE6226 high power 100 watts rf load up to 8 ghz  with 7/16 din female input conduction cooled  body black anodized aluminum heatsink    technical data sheet

 2 plotted and other data notes:   v alues at 25 c, sea level   high power 100 watts rf load up to 8 ghz with 7/16 din female input conduction cooled body black anodized aluminum  heatsink from pasternack enterprises has same day shipment for domestic and international orders. our rf, microwave and  fber optic products maintain a 99% availability and are part of the broadest selection in the industry . click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   high power 100 watts rf load up to 8 ghz with 7/16 din female input conduction cooled  body black anodized aluminum heatsink  PE6226 url:  http://www.pasternack.com/100-watts-7-16-female-rf-load-up-to-8-ghz-PE6226-p.aspx PE6226 PE6226  rev 1.1 high power 100 watts rf load up to 8 ghz  with 7/16 din female input conduction cooled  body black anodized aluminum heatsink    technical data sheet

 3 ? 2014 pasternack enterprises all rights reserved PE6226  rev 1.1 high power 100 watts rf load up to 8 ghz with 7/16 din female input  conduction cooled body black anodized aluminum heatsink PE6226  cad drawing 
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