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		  technical data sheet    cable assembly  rpc-2.92 plug / rpc-2.92 plug C rtk 106  lu1-001-xxx       rosenberger hochfrequenztechnik gmbh & co. kg   p.o.box 1260       d-84526 tittmoning       germany  www.rosenberger.de   tel.    : +49 8684 18-0   email : info@rosenberger.de   page    1 / 1     dieses dokument ist urheberrechtlich geschtzt    this document is protected by copyright    rosenberger hochfrequenztechnik gmbh & co. kg   rf_35/09.14/6.2    all dimensions are in mm; tolerances:  3mm for a    300 mm;  1% for a > 300 mm  *)  if length a < 150 mm marking is mount centric 5  mm     available variants  type  max. insertion loss at 40 ghz  marking  weight ( g) / pce  lu1-001-xxx    0.0029 db/mm * a mm + 0.5 db  rosenberger   yyyy-ww   lu1-001-xxx   fac-rrrrrrr             ssss  0.036 g/mm * a mm + 27 g  xxx C length in mm = a    ww C week   yyyy C year    ssss C serial no.    fac C fa ctory code   rrrrrrr C lot nr.     note:  max. insertion loss:     first constant = cable attenuation in db /mm; seco nd constant = connector left and connector right +n eeded adaptor      weight:     first constant = cable- and armour- weight per mm;  second constant = connector left and connector rig ht weight per pce      assembly parts  connector left  rpc-2.92 plug   02S121-2U1S3  connector right  rpc-2.92 plug    02S121-2U1S3  cable  rtk 106     electrical data  impedance  50  w   frequency  dc to 40 ghz  return loss 1   3  17 db, dc to 40 ghz  insertion loss 1   see table available variants    1  return loss and insertion loss includes the measur ement adaptor     mechanical data  minimum bend radius:     single  6.35 mm  multiple  38.4 mm      environmental data  temperature range  -40c to +85c  rohs  compliant      draft  date  approved  date    rev.  engineering change n umber  name  date  f. reiner  08.02.16  m. moder  15.02.16    b00  16-s071  m aik knoll  15.02.16  while the information has been carefully compiled t o the best of our knowledge, nothing is intended as  representation or warr anty on  our  part  and  no  statement  herein  shall  be  construed  as  recommendation  to  infringe  existing   patents.  in  the  effort  to  improve  our  products, we reserve the right to make changes judg ed to be necessary. 
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