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		  Datasheet File OCR Text:


		  n o rth   ame ri ca   (u sa):  1 -760-930-4600 e urope (uk ) : 4 4 (1384) 842-21 1 asi a (hk ) : 852-2176-3333 2 e lect rical s pec s s pecial f eat ure s 25-30 w a t t s a l t a l t   dua l ?? 25w s ingle and 30w dual out p u t ?? 2:1input  range ?? o pen fr a m e   p a c k a g e ?? 1 . 6 ?   x   2 . 0 ? x 0 . 48? ?? p osit ive and negat ive enable f unct i o n ?? i ndust ry  st andard   package e n v ironment a l o perat ing t emperat ure -40c  to  +55c  (ambien t   temperature) storage t emperat ure: -55 c t o + 125 c mtbf: 2  million   hours  (bellcore   tr332) i npu t i nput rang e 48v i n : 36-75 v d c 24vin:  18  -  36vdc i nput s urg e 48v i n :  100v   /  100m s 2 4 v i n :   5 0 v   /   100 m s effi c ienc y 87%@5. 0 v ( typic a l ) con t r o l e nabl e t t l   c o m p a t ible (posit i v e  &  negat ive enabl e opt ions ) o u t p u t regulat i o n lin e < 0 . 2 % load < 0 . 5 % ripple   &   nois e 75mv p-p f o r 3 . 3 v and 5 v o f 48v i n 100mv p-p f o r 3 . 3 v and 5 v   o f 24v i n 150mv  p-p  for  12v  and  15v 150mv p-p fo r dual outp u t o ut pu t   v ol t ag e adjus t rang e +/- 10%   o f   n o m inal o u t p u t transient  response 3 % max devia t ion w i t h 50%  to  75%  full  load 200    s  (ma x)  re co ve ry  fo r  4 8 vi n 300    s  (ma x)  re co ve ry  fo r  2 4 vi n o v erv olt age  p r o t ec t ion 19v f o r 15v out p u t 16v f o r 12v out p u t 7 v f o r 5 v oupt u t 5 v   f o r   3 . 3 v o u t p u t i sola t i o n i/o i s ola t i o n 1500vdc  (basic  insulation) s a f e t y u l 1950 recognize d cs a csa22. 2   -  95 0 v d e en60950  licensed  t o t a l p ower:   25  watts  for  single ,   30watts  for  dual   output input voltages: 4 8 v , 2 4 v no. o f o u t put s : s ingle, dua l

 europe astec  house,  waterfront  business  park merry  hill,  dudley w es t  midlands ,  dy5  1lx , uk telephone:  44  (1384)  842-211 facsimile:  44  (1384)  843-355 americas 5810  van  allen  way carlsbad,  ca  92008 t elephone :  760- 930- 4600 f acsimile :  760-930-0698 3 order ing  info rm at ion www.emerson.com/embeddedpower         rev06  july  03 asia 14/f, lu plaza 2 wing yip street kwun tong, kowloon hong  kong telephone:  852-2176-3333 fa csimile :  852-2176-3888 input output efficiency model  number volt age voltage 48v 3.3v  @ 6a 85%  (ty p) alt 06 f48 48v 5.0v  @ 5a 87%  (ty p) alt05a48 48v 12v   @  2.1a 87%  (ty p) ALT02B48 48 v 15v    @ 1.67a 87%  (ty p) alt01c48 (eol) 24v 3.3v  @ 6a 83%  (ty p) alt 06 f24 24v 5.0v  @ 5a 85%  (ty p) alt05a24 dual output 48v 5.0v  @ 3a 84%  (ty p) alt03aa48 (eol) 48 v 12v    @ 1.25a 87%  (ty p) alt01bb48 (eol) pin  assignments single  output dual  output
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