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		  Datasheet File OCR Text:


		  om3 can support 40gbase-sr4 / 100gbase-sr10 in applicable parallel optics networks mtp/mpo fan-out cable with push/pull tab connectors, mtp/mpo to 8xlc, 40gbe, 40gbase-sr4,om3 plenum-rated - aqua, 2m (6.56-ft.) model number:  n844-02m-8lc-pt       description tripp lite's premium mpo/mtp multi-fiber cabling system is ideally suited for a high density environment that demands space saving and reduced cable management solutions. mpo/mtp fan-outs support various connections from multi-fiber to single-fiber out. n844-xxm-8lc-p cables utilize 8 fibers to fully transmit 40gbase-sr, 4 fibers in each direction transmitting at 10gbps. it includes push/pull tab connectors for maximum accessibility; install or remove the cable with one hand without needing additional tools. its slim, uniboot design provides space savings, while its premium-grade ceramic ferrules are designed for 10gbe and faster applications. backward compatible with existing 50/125 fiber. plenum rated jacket.  features mtp / mpo to 8 x lc fan-out cable push/pull tab connectors offer maximum accessibility in high density installations; install / remove with one hand without needing additional tools slim uniboot design saves space and makes cables easier to manage premium-grade ceramic ferrule designed specifically for 10gbe and faster applications sturdy plastic housing for long-lasting durability om3, 40gbe rated, 40gbase-sr4 backward compatible with existing 50/125 fiber plenum rated jacket specifications overview highlights mtp / mpo to 8 x lc fan-out cable push/pull tab connectors offer maximum accessibility in high density installations; install / remove with one hand without needing additional tools slim uniboot design saves space and makes cables easier to manage premium-grade ceramic ferrule designed specifically for 10gbe and faster applications sturdy plastic housing for long-lasting durability om3, 40gbe rated, 40gbase-sr4 backward compatible with existing 50/125 fiber plenum rated jacket applications used with 40gbase-sr4 networking hardware package includes 2m (6.56-ft.) mtp / mpo fan-out cable, mtp/mpo to 8 x lc, 40gbe om3 plenum 1 / 2   

 fiber type 50/125 - om3 cable type multimode; 10g/40g/100g input cable length (ft.) 7 cable length (m) 2 physical color aqua communications network speed 10gbps / 40gbps / 100gbps connections connector a mtp connector b lc (x8) warranty product warranty period (worldwide) lifetime limited warranty ? 2015 tripp lite. all rights reserved. all trademarks are the sole property of their respective owners. tripp lite has a policy of continuous improvement. specifications are subject to change without notice. photos may differ slightly from final products. 2 / 2   
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