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		  Datasheet File OCR Text:


		  specificatton for approval customer name : p roduct name : surge absorber huaxinan p/n : customer p/n : customer m anufacturing d epartment : quality assurance department : e ngineering d epartment : company seal : supplier m anufacturing d epartment : lui wei quality assurance department : wei yu e ngineering d epartment : wang qing company seal : tel : +86 - 75 5- 27465585 fax : +86 - 75 5- 27 270662 email: sales@huaandz.com abc0734@126.com address : 4th floor,building 5,alley2,zhongwu new district,xixiang town,baoan district, shenzhen ,china web: www.huaandz.com

 surge absorbers has series 3000a 1 a pplication : fast delivery time  for instantaneous over-voltage protection to adsl , isdn , modem , fax , tel , power supplies , alarm systems .  for instantaneous over-voltage protection to rs485 , rs232 port , catv , video transceiver .  for instantaneous over-voltage protection to ammeter,water meter auto admin system, etc 2 features  small capacitance and excellent insulation resistance( 100m  min).  small size,no polarity.no dark effect.  low electrode capacitance( 1 pf max ) .  quick response for electrostatic,surge voltage and low limiting voltage.  stable for repeated discharge test conditions.  operating temperature: -40  ~ +85  . storage temperature: -40  ~ +125  . 3 electrical characteristics part number dc spark-over voltage vs(v) nominal value  m in- m ax) insulation resistance capacitance of electrostatic surge current capacity 8/20us surge life test voltage ir ( m ? ) 1khz-6v ha s- 14 1n 140v (98v-182v) dc50v dc100v dc250v dc 50 0v >10 0 m  1 p f(max) 3 000a 1khz-10kv max 10/700us 6 kv 150a 10times ha s- 181n 180v (1 26 v-2 34 v) ha s -201m 200v (160v-240v) ha s-251 m 250v (200v-300v) ha s-301m 300v (240v-360v) ha s-401m 400v (320v-480v) ha s -471 m 470v  400v-560v  ha s-501m 500v (400v-600v) has - 601m 6 00v ( 48 0v- 72 0v) has -102m 1000v (800v-1200v) has - 122m 1 200v ( 96 0v- 14 40v) has -152m 1500v (1200v-1800v) 4 dimensio n ( d iameter 3.1 mm , length 6.7mm) 1 hzaaa x/1/73d uuus6v440tis9k>

 surge absorbers 5 marking of col ou r code  fast delivery time part number colour code 1 colour code 2 colour code 3 ha s-301m orange red red ha s-501m green ---- --- 6 part number system ??? : example has  30 1  m ? ? ? no symbols explain ?  ?   ?  ??  ?        ?     ? ??  ?  ?   ?? ???  ?  ? ?     ??  ?? ? ?? ? ?  ???   ???  ?  ? ? ??   ?? ? ?  ?    ?  ???  ?            ? ??   ?  ? ??                2 hzaaa x/1/73d uuus6v440tis9k>

 surge absorbers 7 initial characteristices  : ? test item  test method ? specification ??? dc spark-over voltagevs(v) ?????????? ?????? (1sec).(1ma) (add and measure the dc voltage gradually maxto get the discharge threshold voltage. the measuring current is 1ma/1 second max.) ?? ( it depands on each part number .) ?? insulation resistance ????? ?? . (measure the insulation resistance of two end of leadwire under the specified dc voltage.) 100m    100m  (100m  min.)  capacitance c(pf) ?? 1khz ? 6v ???? E measure the electrostatic capacitance under the test condition of 1khz,dc 6v(max). 1pf   1pf (1pf max.) 8 enviromental characteristics(  : ? test item  test method   characteristics ?  (   jis c0020) cold resistance jis c0020    -40   3  ?    1000 r  , ?  ?   ?  4 r  ,  ? ???  ?   . after -40  3  (1000hrs) / room temp.,normal humidity(4 hrs) cycle,measure the properties.    ?  ? within standard mentioned in initial characteristics.    (   jis c0021) heat resistance jis c0021    125   2  ?    100 0 r  , ?  ?   ?  4 r  ,  ? ???  ?   . after 125  2  (1000hrs) / room temp.,normal humidity(4 hrs) cycle,measure the properties.    ?  ? within standard mentioned in initial characteristics.  ?  (   jis c0022) humidity resistance jis c0020    85   2  rh85% ?    100 0 r  , ?  ?   ?  4 r  ,  ? ???? ? after 85  2  , 85% rh (1000hrs)/room temp., normal humidity (4hrs)cycle, measure the properties.    ?  ? within standard mentioned in initial characteristics.    (   jisc0025) temperature cycle test (jis c0025) -40   3  (30  )~(   3  )~125   2  (30  ) ? 1  ,   25   , ?  ?   ?  4 r  ,  ? ???  ? . 25 times repetition of cycle -40  3  (30 min.),roon temp., (4 min.),125  2  (30 min.),room temp., normal humidity(4hrs) .    ?  ? within standard mentioned in initial characteristics. e huaan limited www.huaandz.com

 9 mechanical characteristics  : ? test item  test method  r esult  ?  (   jis c0051) pull strength (jis c0051) ?  2.5kgf ?   ?? 30  ? ,  ?  ?  ? , ?  , o        . (apply 2.5 kgs load approximately 30 seconds, then check for pull-out and breaking of the lead wire.)    ?  ? within standard mentioned in initial characteristics.    (   jis c0051) flexure strength(jis c0051)   ?? 3mm  , ?   0.75~0.80mm ?   ,    ?   ,  0.25kgf ??? ,   2   ,  ?  ?  ? , ?  , o        .(bend the lead wire, with jig which radius is 0.75~0.8mm, at the point of 3 mm from the body, under 0.25 kgs load applied at the right angle the direction of the amis and get the bent lead wire back to its original poing after the procedure was repeated 2 times.)    ?  ? within standard mentioned in initial characteristics. 10 solder characteristics  : ? test item  test method  r esult  (   jis c0050 4. 6  ) solderability (jis c0050,4.6) ??????? 3mm ??  265  5  ? ? 5 ???????  . (apply flux and immerse in molten solder, up to the point of 3mm from the body,for 5 sec. (265   5  ). wash the leadwire and check for soldering adhesion.)   ?  90%  . (lead wire is evenly covered by solder over 90%.)  (   jisc0051) solder heat (jis c0051) ??????? 2mm ??  265  5  ? ? 10 ? ,  ?  ?  ? , ?  , o        . (lead wire is dipped up to the point of 2mm from the body, into 265   5  solder . for 10  1 sec.and measure the properties.)   ?  ? within standard mentioned in initial characteristics. 11 surge characteristics ? : ? test item  test method  r esult ?   ( has ) life( has )  (10x700)  sec- 6 kv ?  ,  5  ,(100x1000)  sec-1kv ?? ,  5  , ? 30 ? 24  ,  ?  ?  ? , ?  , o        (apply a standard impulse voltage (10x700)  sec)of 1kv for 5 times with intervals of 30 sec., and then change the polarity of the surge and apply a impulse again. and similarly, apply a impulse voltage((100x1000)  sec) of 1kv. total apply 24 times. then measure dc spark-over voltage, ir & capacitance.) ???? has  vs/vs Q 30% (dc sparkover volatage has :  vs/vs Q 30%) ?   ( has ) life( has ) ? 10 ? 10kv ?? 1500pf ?? ,  200  (apply 10 kv voltage charged in 1500pf condenser and apply the current to the specimen,200 times at 10 seconds of intervals.) ?? :  ?  : ??? ?  (insulation resistance & capacitance to meet the specified value.appearance: no cracks or failures .) a huaan limited www.huaandz.com

 surge absorbers 12 taping ? : mark  w p t z l1-l2 s t l d1 d dimension(mm) 52  2.0 5.0  0.5 6.0  1.0 1.2 max 1.0 max 0.8 max 3.2 max 6.7  1.0  0.5  3 . 1  0 .5 13 package ? : item ?  length  width  height  quantity a=255mm b=75mm c=68mm 15 00pcs huaxinan electronics sale s @huaandz.com abc0734@126.com 5 huaan limited www.huaandz.com tel: + 86-755-27465585

 surge absorbers cross reference list (has) huaan surge absorber part number cross reference bl / surge absorber part number mitsubishi / surge absorber part number ha s- 14 1n ya-141n ha s- 181n ha s -201m dss-201m dss-201m-a22f dss-201m-s00b ha s-251 m ha s-301m ya-301l dss-301l dss-301l-a22f dss-201m-s00b ha s-401m dss-401m dss-401m-a22f dss-201m-s00b ha s -471 m ha s-501m ya-501m has - 601m dss-601m dss-601m-a22f dss-201m-s00b has -102m ya-102m has - 122m has -152m ya-152m the above trademarks are belonging to the huaan limited,bl,mitsubishi we do not ensure characteristics of huaan products just same as products of bl or mitsubishi.

 huaxinan electronics sale s @huaandz.com abc0734@126.com 6 huaan limited www.huaandz.com tel: + 86-755-27465585




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of HAS-122M 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























