

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						10A00			MPC859			OP133W			IPSD0524			2SD14			2SC52			NCP18XH			NCP18XH			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				OMB433B06F21 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		    dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  1   of  12   specification     part no.   :   omb.433.b06 f21       description     :   433mhz 6 dbi omni  directional outdoor   antenna     with n  type   female connector, u - bolt, 1094 mm  length     feature s   :   omni - directional   r adiation   pattern   collinear   6 dbi peak   gain , 433 mhz   fiberglass   housi ng   robust design for  all weather operation     ip65 waterproof    length:  1 , 094 mm | weight: 1,300 g   n type female connector   wall mount bracket included   rohs compliant          

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  2   of  12     1.   introduction   t h e  omb.433.b06 f21 is a  6dbi  fiberglass omni - direction al outdoor antenna, o perating in  433  mhz  ism  band .  the  antenna  is  designed  for  applicati ons  such  as   metering,   industrial/environmental  monitoring,  remote  asset  monitoring   and   mesh  network  application s .      the omb.433 operates at 433mhz, one of  the most widely used license free  ism  bands , with  a 6 dbi peak   gain.   the omni - directional antenna radiates uniformly in  the azimuth  providing   coverage over   long distances.  coupled with a very low vswr, t his character istic   provide s   the  best  performance   because   the  antenna   give s   maximum  cover age  range  in  the  horizontal  plane over   360 degrees,  thus minimizing the amount of nodes needed for a mesh  network.     t h e  uv resistant  fiberglass housing enables the omb antenna to be  utilized   in all kinds of  harsh environments , making it more robust and saf er than traditional whip antennas. it can  be connected directly to the access point or telemetry unit ,   or can be mounted on wall   or  device surface via the n - type connector.     a smaller  model, omb.433.b03 f21 , with 3dbi   peak   gain ,  is also available.  

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  3   of  12     2.   specifi cation   electrical     standard   ism  433   band    433   mhz   antenna type    collinear   dipole array   peak gain   6   dbi   polarization   vertical   impedance   50 ohms   max input power   100   watts   vswr    1.5:1   radiation   omni - directional   vertical b eam width   36   deg   horizontal  b eam width   360 deg   internal material   copper   connector   n type female   mechanical   length   1094   mm(max)   bracket   dimension   70 x  3 5mm(max)   antenna weight   1300 g   mounting accessories   weight   70g   application   indoor/outdoor   radome material   white fiberglass   br acket   material   aluminum   mount style   pole mount/wall mount   mount hardware material   stainless steel   wind resistance   >150mph (>241km/h)   waterproof   ip65    

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  4   of  12     environmental   storage temperature    - 40c to +85 c   operating temperature   - 40c to +85 c   operating   humidity   10%~90% non - condensing   storage humidity   5%~90% non - condensing   3.   antenna  characteristics   3.1  vswr      

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  5   of  12     3. 2   peak   gain     e - plane       h - plane      

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  6   of  12     4.   antenna radiation p attern   4.1  measurement setup     vertical pattern   C   e plane       horizontal pattern  C   h   plane       y   x   z   y   x   z  

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  7   of  12     4.2  2d radiation pattern    v ertical  pattern  C   e plane     horizontal   pattern  C   h plane    

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  8   of  12     5.   mechanical drawing   (unit: mm)                                                          

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  9   of  12                                          

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  10   of  12          

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  11   of  12   6.   packaging    

   dsp - 15 - 8 -   spe - 16 - 8 - 020 /b /wy                  page  12   of  12                                                       taoglas makes no warranties based on the accuracy or completeness of the contents of this document and  r eserves the right to make changes to specifications and product descriptions at any time without notice.  taoglas reserves all rights to this document and the information contained herein.      reproduction, use or disclosure to third parties without express  permission is strictly prohibited.      copyright ? taoglas ltd.    
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