

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						MSM6351			0M25V			MJD3055G			1502B			MIW1111			MIC4421A			STA015T			2815S			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				DHS51C73RAU Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  specification  of  matsushita  compressor model: DHS51C73RAU   115v  60hz no. : dhs051u0rfa0b application: evaporating temp. range: low back pressure -35  ? c to -5  ? c  (-31  ? f to 23  ? f) refrigerant: refrigerant control: r134a (cf 3  ch 2 f) capillary tube design type: motor type: reciprocating connecting rod rscr, ptc relay compressor cooling: voltage range: fan cooling 103v to 127v,  60hz test conditions (1) (2) *test conditions (1) (2) capacity * w 7 % 188 207 e vaporating temp .: -23.3c (-10f) -23.3c (-10f) kcal/h 7 % 162 178 btu/h 7 % 642 707 c ondensing temp .: 54.4c (130f) 40.6c (105f) motor input * w 112.5 107 current * a 1.02 0.97 ambient temp.: 32.2c (90f) 32.2c (90f) c.o.p. * 7 % 1.67 1.93 e.e.r. * b tu/wh 7 % 5.70 6.60 g as superheated to : 32.2c (90f) 32.2c (90f) displacement cm 3 5.10 l iquid subcooled to : 32.2c (90f) 32.2c (90f) in 3 0.311 oil charge cm 3 5 cm 3 250 c omp. shell temp .: 65c (150f) 65c (150f) in 3 0.3 in 3 15.3 weight (with oil) kg 9.8 power source: 115v 60hz 115v 60hz lbs 21.6 rated current a 1.02 oil: vg 10 vg 10 starting current #1 a 7.2/14.4 winding resistance m ohm 5.82 (t: 20c  68f) s ohm 4.88 approved oils: high potential test v/s 1800 freol alpha10,10e residual moisture mg max. 120 i c i rl10hln,10h impurities mg max. 10 suniso sl10sc,10s motor protector model 4tm314nfbyy note: #2 #1: starting current : a/b opening temperature c 5 c 120  a=amps for ul/csa , b = amps at 2 phase start. f 9 f 248 #2: although the following components are also closing temperature c 9 c 61 listed by ul/csa for use with this compressor,  f 16 f 142 matsushita assumes no responsibility whatsoever  trip current a 7.5 % 2.60 for these or any other components sourced (t: 70c  158f)  by the refrigerator manufacturer from third trip current a 11.3 parties. (t: 25c   77f,    t: 16  s  max) ptc relay model #2 7m6r8m - combination relay       5sp15*314lf(#) resistance ohm 20 % 6.8       3arr5*s5h(#) (t: 25c   77f)  power consumption w  max. 2.9 operating time s 0.6  to  1.8 ## where tolerances are not indicated, data is shown for reference only. recovery time s  max. 60 date: oct.03.2007 date: oct.03.2007 starting capacitor #2 - microf. - v min. running capacitor #2 12 microf. 180 v min. approved by prepared by matsushita  refrigeration  company refrigeration  devices  business  unit k.usui s.takahashi dhs051u0rfa0b.xls
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