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		  Datasheet File OCR Text:


		  3-port omnidirectional mimo  antenna the op 51508t antenna is an indoor/outdoor pole mounted omnidirectional antenna designed for 802.11n  applications.  as a 3-element mimo antenna,   each port operates over the  5150-5875 mhz band,  providing  a broadband solution in  a  single  radome.   it features a  low profile   radome  and is designed to withstand the  rigors of outdoor applications with an ip67 ingression protection rating.   the radia tion patterns are   uniform  and symmetrical,  providing high levels of signal   density into defined coverage zones.   this  a ntenna   greatly  enhances the performance of 802.11n systems. connectors par t no. connector OP51508T-91nm type n male op5150t-91rsmm reverse polarity sma male features ?  low profile esthetically neutral housing ?  both indoor/outdoor ?  3-element mimo solution ?  ip67 rating ?  conformance to rohs 5150-5875   m hz   3-port   mimo  pole/mast   mount   antenna  OP51508T markets ? offices, hotels and college campuses ? airports and hospitals ? bus terminals and train stations ? museums,  libraries and retail malls ? wi-fi hot spots ? cellular off-loading ? 802.11n mimo para m eter performance freque ncy  5150-5875 m hz peak gain (dbi)  8.0 dbi vswr  2.0:1, max nominal impedance  50? polarization  linear, vertical azimuth   omnidirectional port-to-port isolation  22 db  input power  5 w x 3 cable type  low temperature, plenum rated cable cable length  910  mm 18 mm 3x ( 36  in    0. 71  in 3x) radome material  polycarbonate, white mounting  mast mount (31.8   -   57.2 od) wind survival 200 km/hr (125 mph) operational temperature -30c to +70c storage temperature -40c to +85c ingression protection  ip67 dimensions (height x od) 116.5  x  209.6  mm  (4.54 in x 8.25 in) weight  1.53 kg (3.37 lbs) americas: +1.847  839.6907 ias-americaseastsales@lairdtech.com europe:  +44.1628.858941  ias-eusales@lairdtech.com asia:  +86.21.5855.0827.127  ias-asiasales@lairdtech.com www.lairdtech.com 

 ant-ds-OP51508T_0415 any information furnished by laird inc. and its agents is believed to be accurate and reliable. all specifications are subject to change without notice. responsibility for the use and  a pplication of laird materials rests with the end user, since laird and its agents cannot be aware of all potential uses. laird makes no warranties as to the fitness, merchantability or  suitabil ity of any laird materials or products for any specific or general uses. laird shall not be liable for incidental or consequential damages of any kind. all laird products are sold pursuant  to the laird terms and conditions of sale in effect from time to time, a copy of which will be furnished upon request. ? copyright 2015 laird inc. all rights reserved. laird, laird  te chnologies, the laird logo, and other marks are trade marks or registered trade marks of laird inc. or an affiliate company thereof. other product or service names may be the property  of third parties.  nothing herein provides a license under any laird or any third party intellectual property rights. 5150-5875   m hz   3-port   mimo  pole/mast   mount   antenna   OP51508T radiation patterns port 1 port 3 port 2 port 1 port 3 port 2  5.15 mhz  5.55 mhz port 1 port 3 port 2  5.875 mhz  
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