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		  Datasheet File OCR Text:


		  1 1-phase line filters fmab cee www.schurter.com /pg84 emc products 1-stage filter with 1-phase cee connector description -  line filter in industrial version -  1 stage -  high attenuation unique selling proposition -  first cee power entry module with filter -  easy prewired solution -  universal flange for front or rear mounting -  optimal filter position direct on the power entry approvals -  ul file number:  e72928 -  enec file number:  se/09137-3 characteristics -  protection against interference voltage from the mains   possible interferences generated in the equipment are strongly attenu - ated -  suitable for equipment with detachable power cord weblinks pdf-datasheet, html-datasheet,  general product information,  approvals,  ce declaration of conformity , rohs, china-rohs, reach,  distributor- stock-check,  detailed request for product technical data ratings iec 16 - 32  a @ ta 40 c / 250   vac; 50   hz ratings ul/csa 16 - 30  a @ ta 40 c / 125/250   vac;  60 hz leakage current industrial < 1  ma (250  v / 50  hz) dielectric strength 2.25  kvdc between l-n  2.25  kvdc between l/n-pe  test voltage (2   sec) allowable operation temp. -40  c  to  85 c climatic category 40/085/21 acc. to iec 60068-1 ip-protection ip 20 iec 60529 protection class suitable for appliances with protection  class i acc. to iec 61140 terminal screw clamps material: housing metal   line filter industrial version, iec 60939, ul 1283,  csa c22.2 no. 8  technical details mtbf > 200'000  h acc. to mil-hb-217 f 

 2 1-phase line filters fmab cee www.schurter.com /pg84 emc products dimension case qu  26 max.100 l1' 4 mm  ; 0.5-0.6 nm (3x) n pe 47 47 max.94 82 0.3 0.2 2 35 5.3 20 (4x) 0.3 47 max.63 0.2 max.160 1) 2) 3) 4) 1) line  2) load  3) blue  4) yellow-green     case qt  26.5 max.195 max.120 l1' 10 mm  ; 1.5-1.8 nm (3x) n pe 56 61 max.111 100 11.5 0.3 0.2 2 45 5.3 24 (4x) 0.3 61 max.81 0.2 1) 2) 3) 4) 1) line  2) load  3) blue  4) yellow-green     

 3 1-phase line filters fmab cee www.schurter.com /pg84 emc products diagrams 1) 2) 1) line  2) load attenuation loss . . . . . 0.1/100?   differential mode     ........... 100/0.1?  differential mode     - - - -  50?  differential mode   _____ 50? common mode industrial version 16 a  30 / 32 a   all variants rated current    @ ta 50c (40c)  [a] rated voltage [vac] power loss  @ 25c,  50hz [w] leakage  current @  400vac, 50hz  [ma] 1) weight [kg] screw clamps  [mm 2 ]  2) housings packaging  unit order number 16 110 3 0.5 650 g 4 qu 1 5500.2359  16 125/250 3 1 650 g 4 qu 1 5500.2360  30 125 4.5 0.5 1100 g 10 qt 1 5500.2361  32 125/250 5.1 1 1100 g 10 qt 1 5500.2362    most popular. availability for all products can be searched real-time: http://www.schurter.com/stock-check/stock-check-schurter 1) leakage current acc. iec60950 - 5.2.3 - annex d (situation when neutral is interrupted) 2) maximum conductor cross section (wire gauge) to be used; a comparative table for awg and mm2 values can be found in the general product information www.schurter. com/emc_info the specifications, descriptions and illustrations indicated in this document are based on current  information. all content is subject to modifications and amendments. information furnished is believed  to be accurate and reliable. however, users should independently evaluate the suitability and test each  product selected for their own applications. 21.11.2016 
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