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		  Datasheet File OCR Text:


		  ? 2003 ixys all rights reserved 1 - 1 315 fus 45-0045b ixys reserves the right to change limits, test conditions and dimensions. v rrm = 45 v i d(av)m = 45 a schottky three phase rectifier bridge in isoplus i4-pac tm advanced technical information 1 5 features ? schottky diodes - very low forward voltage - extremely fast switching � isoplus i4-pac tm  package - isolated back surface - low coupling capacity between pins     and heatsink - enlarged creepage towards heatsink - application friendly pinout - high reliability - industry standard outline - ul registered e 72873 applications � high frequency rectifiers in - automotive drives and converters - hand held tools - low voltage power supplies - battery chargers - solar converters data according to iec 60747 and refer to a single diode unless otherwise stated. 1 3 4 5 2  component symbol conditions maximum ratings t vj -55...+150  c t stg -55...+125  c v isol i isol     1 ma; 50/60 hz 2500 v~ f c mounting force with clip 20...120 n symbol conditions characteristic values  min. typ. max. c p coupling capacity between 40 pf shorted pins and mounting tab in the case r thch with heatsink compound   0.15 k/w d s ,d a pin - pin 1.7 mm d s ,d a pin - backside metal 5.5 mm weight 9g  rectifier bridge symbol conditions maximum ratings v rrm 45 v i fav t c  = 90c; sine 180 (per  diode) 20 a i d(av)m t c  = 90c (bridge) 45 a i fsm t vj  = 25c; t = 10 ms; sine 50 hz 150 a p tot t c  = 25c (per  diode) 40 w symbol conditions characteristic values (t vj  = 25  c, unless otherwise specified)  min. typ. max. v f i f  = 15 a; t vj  =   25c  0.55 0.65 v         t vj  = 125c 0.5 v i r v r  = v rrm ;   t vj  =   25c 5 ma          t vj  = 125c 100 ma c j v r  = 20 v 200 pf  r thjc (per  diode) 3.1 k/w dimensions in mm (1 mm = 0.0394")
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