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		  Datasheet File OCR Text:


		  dry contact relay module sixnet automation devices dry contact relay module as the global experts in communication, monitoring and control for  industrial automation and networking, red lion has been delivering  innovative solutions for over forty years. our award-winning  technology enables companies worldwide to gain real-time data  visibility that drives productivity. product brands include red lion,  n-tron and sixnet. with headquarters in york, pennsylvania, the  company has offces across the americas, asia-pacifc and europe.  for more information, please visit www.redlion.net. red lion is a  spectris company. www.redlion.net connect. monitor. control. adld0226  071813  ?2013 red lion controls americas     sales@redlion.net asia-pacifc     asia@redlion.net  europe    middle east    africa     europe@redlion.net +1 (717) 767-6511 sixnet , 331 ushers rd., ballston lake, ny 12019 usa ? +1 (518) 877-5173 ? fax +1 (518) 877-8346 ? sales@sixnet.com dry contact relay module ?dry contact outputs are specified or whenever normally closed contacts are required.  good choice for specifications that call for contact closure outputs  provides both normally open and normally closed contacts (spdt)  normally closed contacts pass current even when module power is off (for failsafe systems)  ideal for low current loads select relay outputs when? description part number 6 form c relays w/wiring base st-do-rly-06u module only ST-DO-RLY-06M ordering information performance specifications number of channels 6 output configuration (each output) form c minimum output voltage 0 vac/vdc maximum output voltage 140 vac/vdc minimum load current per output 0.1 ma maximum load current per output (24 vdc)  2 amps maximum load current per output (120 vac) 0.5 amps maximum load current per module (24vdc) 12 amps maximum off state leakage current (120 vac) 0.01 ma minimum off resistance 100 meg ohms maximum relay turn on time 6 ms maximum relay turn off time 6 ms maximum st-bus power 1500 mw isolation (input to st-bus) 1200v operating temperature range -30 to 70c storage temperature range -40 to 85c humidity (non-condensing) 5 to 95% note: the first output may be configured as a system performance watchdog. on = ok. visit our web site for the latest details! www.sixnet.com sixnet , 331 ushers rd., ballston lake, ny 12019 usa ? +1 (518) 877-5173 ? fax +1 (518) 877-8346 ? sales@sixnet.com dry contact relay module ?dry contact outputs are specified or whenever normally closed contacts are required.  good choice for specifications that call for contact closure outputs  provides both normally open and normally closed contacts (spdt)  normally closed contacts pass current even when module power is off (for failsafe systems)  ideal for low current loads select relay outputs when? description part number 6 form c relays w/wiring base st-do-rly-06u module only ST-DO-RLY-06M ordering information performance specifications number of channels 6 output configuration (each output) form c minimum output voltage 0 vac/vdc maximum output voltage 140 vac/vdc minimum load current per output 0.1 ma maximum load current per output (24 vdc)  2 amps maximum load current per output (120 vac) 0.5 amps maximum load current per module (24vdc) 12 amps maximum off state leakage current (120 vac) 0.01 ma minimum off resistance 100 meg ohms maximum relay turn on time 6 ms maximum relay turn off time 6 ms maximum st-bus power 1500 mw isolation (input to st-bus) 1200v operating temperature range -30 to 70c storage temperature range -40 to 85c humidity (non-condensing) 5 to 95% note: the first output may be configured as a system performance watchdog. on = ok. visit our web site for the latest details! www.sixnet.com
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