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		  Datasheet File OCR Text:


		  this document is ? copyright 2016 nec australia all rights reserved in favour of their respective owners. all hardware and software names are brand names and/or registe r ed tr a demarks of the respective manufacturers.  all speci?cations are subject to change without notice. errors and omissions are expected. please consult with your nec r epres e ntative. nec  P553-MT  (multit o uch ) order code: P553-MT  nec lcd 55" large forma t  t o uch  scree n n e c   m u l t isyn c ?   p 553- m t     i s   t h e   n e w   m u l t i - tou c h   p r odu c t   o f n e c? s   p   s eri e s   boasti n g   55"   i n   size   and   deliveri n g   true   m u l t i - touch   support   wit h   u p   t o   6   s imu l taneous   touch   poi nts.   thank s t o   a   uni que   anti   re? ective   coati ng,   re? ecti ons   are   reduced   t o   a min imu m   w h i c h   s i gni ? cantl y   i n c r e a s e s   t h e   r e a d a b i l i t y   o f   t h e t o   sav e   space   and   does   a w a y   wit h   any   cabl e s   i ncl udi n g   t h e usb cable external pc solutions may need. p 553-mt     i s   i deal   for   retai l   s i gnage,   conference   room   a n d education   applications   deliveri n g   short   response   t ime s   and   a high level of accurac y . delivering genuine  b enefits m ulti- t ouch -  true multi-touch support with up to   6 simultaneous touch points, gesture control for windows 7/8, mac and linux driver support. o ptic a l  camera technolo gy  -   with 4 integrated cameras for quick touch response and perfect usability. com pre he n si ve   to uch  u s age   - possible usage with finger, stylus and gloves. pr ot e cti ve gl ass -   single anti-re?ection coating for perfect visibility, full-tempered glass for securit y . f utu re ready with  o ps  cabl e  free ex pa ns ion -   upgrade the power of your display at any time without the need for external cables or devices. free  di sp lay no te p resen te r  lic e nc e   -  present, share, collaborate with multiple participants across multiple devices free d ownlo a d o f  m ulti- d is pl a y  manageme nt so f tw are -   wit h naviset administrator 2 you can manage all your connected outstanding perfor m an c e nec uni que  t herma l monito r in g  a nd cont r ol .  nec pioneered advanced thermal control and monitoring for public displays which is still unmatched. it secures longevity and reliability even in very demanding installations. ?  which was developed in cooperation with intel enables the user to integrate various option boards enhancing ?exibility and future functionality. ? peace  of  min d  thanks to full control of the display via lan with free nec software and alert emails in the unlikely event of a problem such as no signal, overheating, back light failure etc. ? integrated speakers  save installation costs and preserve the clean look of the displa y . ? da is y  ch ai nin g  vi a  dvi  (max. 9 piece s ) offering high ?exibility at no extra cost if the signal needs to be passed on for videowalls or back-to-back installations. ? c opy s e tting s  feature via rs232 t o  reduce installation cost for larger role outs. ? (limi ted a va il abili t y) . display devices from a centralised location.

 nec P553-MT large f o rmat  d is p la y tou ch scre en 1. power 2.  main  swi t c h 3. speaker connectors 4. internal / external speaker switch 5. audio out 6. usb port for service (?rmware upgrades) 7 .   lan   d a i s y   c h a i n   w i t h   s n m p   ( lan   s w i t c h   a n d   lan   /   r s232   / remote loop through) 8. 2x  audio  i n 9.  r s232 i n 11 .  vga  + c omponent  i nput 12 .  dp  1. 2  loop  through 13.  h dm i  1.4 a 14. dv i - d special characteristi c s auto  id  as signm ent,  auto  tiling  funct ion,  autom at ic a larm  e- m ail s , fre e   displ a y note   presenter,   http   s erv er,   i m age   ?ip ,   navise t admin i str ator   2 ,   poi n t   z oom   functi on,   programmabl e   1 0 - b i t   l u t wit h   3   m e m ory   bank s ,   s t i c k y   note   functi o n   i n   osd,   user   readabl e log function energy e?ciency human sensor; ambient light sensor; carbon savings meter; ecomode eco logical mat e ria ls optional feet; manuals on cd te ch nica l s pe ci?c ation  nec    p 5 5 3 - m t displa y panel technology s-pva with edge led backlights active   screen   area   (w   x  h)  [mm] 1,2 0 9.6 x  6 80. 4 screen size [inch/c m ] 55  /  138. 8 brightness (shipping) [cd/m 2 ] 55 0 , (70 0  ma x ) contrast ratio (typ.) 4000:1 vi e wi ng  angl e  [ ] 178 horizontal / 178 vertical (typ. at contrast ratio 10:1) response   time  (typ.)  [m s ] 8 (grey-to-gre y ) synchronisation rate horizontal frequency [khz] 31.5 - 91.1 ( analogue and d ig it a l ) vertical frequency [hz] 50 - 8 5 resolution native resolution 192 0  x 108 0  at 60 h z supported on displayport and hdmi 1024 x 768; 1080i; 1080 p ; 1280 x 1 0 24; 128 0  x 768; 1360 x 768; 160 0  x 12 0 0 ; 192 0  x 108 0 ; 384 0  x 216 0  (24 / 30  hz); 48 0p (60  hz); 576 p  (50  hz); 6 40 x 4 8 0 ; 72 0p (50 / 60  hz); 8 00 x 60 0 supported on hdmi on l y 136 0  x 768; 384 0  x 216 0  (25  hz); 4 0 96 x 2160 (24  hz); 480i (60  hz); 576i (50  h z ) connectivity input video analogue 1 x d- sub 15  p i n input video digital 1 x dv i -d (wi th h dc p); 1 x  h dm i  (wi th h dcp); 1 x di spla yport (wi th h dc p ) input audio analogue 2 x 3,5 mm j a c k input audio digital di spla y port; 1 x  h dm i input control lan 1 00 mbi t; r emote  c ontro l   wire ( 3,5 mm  ja ck );  rs 23 2 output video digital 1  x  di s pl ay port; 1 x  dv i - d; 1 x  hdmi;  1  x i nterf a ce  e xte nsion s lot;  1  x  op s;  1  x through displayport out output audio analogue 3,5mm j a c k output control lan 100m b i t remote control rs-232c (9-pin d-sub) input; lan with snmp; remote control ir (internal / external (optional) sensor) interface exte n sion slot slot technology analogue and digital interface extension (nec standard) ops option slot slot technology open pluggable speci?cation (nec / intel ops standard) inrush current [ a ] ma x. 1 0 power consumption [w] max. 61 voltage / current [v/a] 16/ 4 se nsor s ambient light sensor integrated, triggered actions programmab l e human sensor optional, external, 4-5m range, triggered actions programmab l e temperature sensor integrated, 3 sensors, triggered actions programmab l e nfc sensor integrated, 2cm range, free nec android app required electrical power consumption on mode [w] 15 0  shipping; 315 (m a x. ) power sa vings m ode [w ] < 0.5 (e c o s tandby) ; <  1 power management ves a  dp m s environmental conditio n s operating temperature [c] +0  to +4 0 operating humidity [%] 20  to 8 0 mechanical dimens ions  ( w  x  h x  d)   [mm] without sta nd: 1 25 1 x 722  x6 9 wei ght  [kg] without stand 50kgs b ezel  width  [mm] 18. 5 ves a  mounting [mm ] 300 x 300 ( f dm i); 4  holes; m 6 available optio n s accessories fe e t  (s t-5 220 ); s pe ake r (s p- tf1 , s p-r m1) ;  wa l l  mounts  ( msmu,   mtmu,  mtap u) interface extension sb3-ab1 analogue: audio; component; composite; s-video sb3-ab2 analogue: audio; rgbhv sb 3-d b 1 d ig ital:  1  x di spla yport out; 1 x  h dm i ; 2 x di spla ypor t op s h d- sd i  1 .5 g, 3 g; h dba s et r e ce i ve r ; i nte l ?  atom,  ce le ron  a nd c ore  cp us;  wi di receiver additional features safety and ergonomi c s c -ti c k ;  ce ;  fc c  cl ass b ; p sb ; tv  gs;  ul/ c -ul  or  c sa;  vcc i ;  rohs audio i nteg r ated  s pe a kers  ( 10   w  + 1 0  w) ;  optiona l  spe ake rs   (1 5  w  +  15  w) shipping content display; dvi-d cable; power cable; remote control; cd-rom (user guides/ manuals) warranty document name:  document revision:  document date: nec p553 datasheet version 4 17/02/2016 for more information, visit   au.nec.co m ,  em ai l   contactus@nec.com.au   or call   131 632  3 year conditional warranty incl backlight & touch integration _________________________________________________________________________________________________________ _
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