

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						C4138			4N35V			26DF16			HMC1014			P104KW			16C55			VFT3045C			M511816			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				P553 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  (limited availability).  this document is ? copyright 2016 nec australia all rights reserved in favour of their respective owners. all hardware and software names are brand names and/or registered tra demarks of the respective manufacturers.  all speci?cations are subject to change without notice. errors and omissions are expected. please consult with your nec  represe ntative. nec multisync ?   P553 order code: p55 3 nec lcd 55" large format  display the slimmer, lighter multisyn c ? features that make  it the ideal professional choice for any 24/7 retail,  transportati on,   corporate   o r   c ontrol   r oom  appl ica tions that demand trusted performance,  ?exibility and lower costs o f operation. new  connectivity  and  sensors  allow  additional  creativity  in  the content  displayed  and  how  it  is  controlled.  the  unique  built-in nfc  sensor  in  combination  with  nec?s   new  android  app reduces  installation   and  maintenance  times,  especially   useful on  larg er  i n s t allat i ons .   the   human  s e n s o r   i s   aware   o f prox imi t y   b a s e d   view e r   pre sence   and  can  c h a nge   bri ghtness , volume,  inputs  or  power  the  display   up  or  down  resulting  i n added engagement and considerable energy savings over tim e . delivering genuine  b enefits program mable ambient  li gh t  sensor  -  for reduced power consumption and eye pleasing brightness level s . future ready with ops cable free expansion -   upgrade the power of your display at any time without the need for external cables or devices. di co m  sup po rt-  for medical applications. free  di sp laynot e presente r  licence  - present, share, collaborate with multiple participants across multiple devices . free download of multi-display management software -  with naviset administrator 2 you can manage all your connected display devices from a centralised location. outstanding performanc e reduc e i nstal lati on  and operating  co sts.  the combination of led back lights, intelligent wireless data (nfc), programmable ambient light sensor and (optiona l ) ops slot-in pcs delivers the lowest installation and operating cost of any public display on the market. ? intelligent wireless data (based on nfc ) .  the built-in near ?e l d communication (nfc) chip allows data to be read and written with a mobile phone or tablet pc. using the nec android app the user can pre-con?gure the display e. g . lan settings, language etc. by holding an nfc capable device close to the displa y . all data will be transferred to the screen without the display needing power. th i s reduces set up and installation time and cost. ? human sensor .  save on power and reduce operating cost when the display operates at a very low brightness level and only switches to a higher brightness e.g. switch inputs automatically to change from entertainment to information when   a person approaches the screen. ? interface extension.  this slot offers unique ?exibility for additional connections wi t h the choice of adding a single digital or two analogue boards. ?

 nec m u lt isync ?   P553 1. power 2. main switc h 3. speaker connectors 4. internal / external speaker switch 5. audio out 6. usb port for service (?rmware upgrades) 7.  lan  daisy  chain  with  snmp  (lan  switch  and  lan  /   rs232  / remote loop through) 8. 2x audio in 9. rs232 in 11 .  vga  + c omponent  i nput 12 .  dp  1. 2  loop  thr ough 13. hdmi 1.4a 14. dvi-d special characteristi c s auto id  as signment, auto  tiling function, automat ic a larm  e- m ail s , free  displaynote  presenter,  http  server,  image  ?ip,  naviset administrator  2,  point  zoom  function,  programmable  10-bit   lut with  3   memory  banks,   sticky  note  function  in  osd,  user  readable log function energy e?ciency human sensor; ambient light sensor; carbon savings meter; ecomode eco logical materi a ls optional feet; manuals on cd te ch nica l s pe ci?ca tion  nec mu lt isyn c ?  p55 3 displa y panel technology s-pva with edge led backlights active   screen   area   (w   x  h)  [mm] 1,209.6 x 680. 4 screen size [inch/c m ] 55 / 138.8 brightness (shipping) [cd/m 2 ] 550, (700 max ) contrast ratio (typ.) 4000:1 vi e wi ng  angl e  [ ] 178 horizontal / 178 vertical (typ. at contrast ratio 10:1) response   time  (typ.)  [m s ] 8 (grey-to-gre y ) synchronisation rate horizontal frequency [khz] 31.5 - 91.1 (analog and digital ) vertical frequency [hz] 50 - 85 resolution native resolution 1920 x 1080 at 60  h z supported on displayport and hdmi 1024 x 768; 1080i; 1080p; 1280 x 1024; 1280 x 768; 1360 x 768; 1600 x 1200 ; 1920 x 1080; 3840 x 2160 (24/30 hz); 480p (60 hz); 576p (50 hz); 640 x 480 ; 720p (50/60 hz); 800 x 60 0 supported on hdmi on l y 1360 x 768; 3840 x 2160 (25 hz); 4096 x 2160 (24 hz); 480i (60 hz); 576i (50 hz ) connectivity input video analogue 1 x d-sub 15 pin input video digital 1 x dvi-d (with hdcp); 1 x hdmi (with hdcp); 1 x displayport (with hdc p ) input audio analogue 2 x 3,5 mm jack input audio digital displayport; 1 x hdmi input control lan 1 0 0 mbi t; remote contro l  wi re  (3 ,5mm  jac k) ;  rs 23 2 output video digital 1  x  d ispl aypor t; output audio analogue 3,5mm jack output control lan 100mbit remote control rs-232c (9-pin d-sub) input; lan with snmp; remote control ir (internal / external (optional) sensor) interface extension slot slot technology analogue and digital interface extension (nec standard) ops option slot slot technology open pluggable speci?cation (nec / intel ops standard) inrush current [ a ] max. 10 power consumption [w] max.  61 voltage / current [v/a] 16/4 sensor s ambient light sensor integrated, triggered actions programmab l e human sensor optional, external, 4-5m range, triggered actions programmab l e temperature sensor integrated, 3 sensors, triggered actions programmab l e nfc sensor integrated, 2cm range, free nec android app required electrical power consumption on mode [w] 150 shipping; 315 (max. ) power savings mode [w] < 0.5 (eco standby); <  1 power management vesa dpms environmental conditio n s operating temperature [c] +0 to +40 operating humidity [%] 20 to 80 mechanical dimens ions (w  x  h x d)  [mm] without sta nd: 1 ,2 5 0.2 x  721 x  64 .5 weight  [kg] without stand: 25.3 b ez el  width   [mm] 18.5 vesa mounting [mm ] 300 x 300 (fdmi); 4 holes; m6 available optio n s accessories fe e t  (s t-5 22 0 );  spe aker (sp-tf1, sp-r m1 );  wal l  mounts   (msmu,   mtmu,  mtapu) interface extension sb3-ab1 analogue: audio; component; composite; s-video sb3-ab2 analogue: audio; rgbhv sb3-db1 digital: 1 x displayport out; 1 x hdmi; 2 x displaypor t ops h d- sd i  1.5g, 3 g; hdbase t r eceiver;  intel? c el er on  and c or e c pus; additional features safety and ergonomi c s c-tick; ce; fcc class b; psb; tv gs; ul/c-ul or csa; vcci; roh s audio i nteg r ated  s peake rs (1 0   w  + 10 w ); opti onal spe a kers  (15  w  +  15   w) shipping content display; dvi-d cable; power cable; remote control; cd-rom (user guides/ manuals) warranty document name:  document revision:  document date: nec P553 datasheet version 2 january 2016  for more information, visit   au.n ec.com ,  email   contactus@nec. com.au   or  call   131 632  3 year conditional warranty incl. backlight __________________________________________________________________________________________________________
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