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		  Datasheet File OCR Text:


		  crystal oscillator item                                                           model NP5032SC output type hcsl nominal frequency range (mhz) 100 to 170 overall frequency tolerance  *1 max.   25   10 -6 max. 50 10 -6 max. 100 10 -6 operating temperature range (c) 0 to +70 0 to +85 C40 to +85 storage temperature range (c) C55 to +125 supply voltage [v cc ] (v) +2.5  5 % +3.3  10 % +2.5  5 % +3.3  10 % +2.5  5 % +3.3  10 % current consumption enable (ma) max. 60  (stand-by=v cc  or open, r l =50) stand-by (a) max. 30 (stand-by=gnd) output voltage (v) v ol  : C0.15 to 0.15  (dc characteristics) v oh  : 0.66 to 0.85 (dc characteristics) rise time / fall time (ns) max. 0.7 (0.175 to 0.525 v) symmetry (%) 45 to 55 (at 50% waveform) output load () 50 phase jitter (ps) max. 1  (offset frequency : 12khz to 20mhz) specifcation number nsc5109a nsc5110a nsc5109b nsc5110b nsc5109c nsc5110c *1 : the frequency stability includes initial frequency tolerance, temperature variation, and supply variation.   specifcations 1703b_NP5032SC_e NP5032SC simple packaged crystal oscillator (spxo)  for sonet-, sdh-, and gbethernet-related equipment   differential output spxo   compact dimension : 5.0  3.2  1.2 mm.   supply voltage : +2.5v or +3.3v   hcsl output level   excellent low phase jitter.(typ. 0.128ps @135mhz)   features   main application tolerance  0.1 mm land pattern (typical) 3.2 (0.45) (0.7) 1.2 (1.0) (0.25) 1.2 2.6 1.6 5.0 (2.54) (0.6) 1.27 0.01f 2.54 0.640.10 #6 #5 #4 #1 #2 #3 c0.30 mm #1 #2 #3 stand-by gnd n.c #4 #5 #6 output v cc output terminal land connection s   dimensions 0.525v 0.175v tr tf 100% v oh v ol t t symmetry = t/t  100  [%]   output waveform #1 input #4 and #5 output level h (v ih   0.7 v cc )  or open oscillation output on level l (v il   0.3 v cc ) high impedance   standby function table (three-state) please specify the model name, frequency, and specifcation number when you order products. for further questions regarding specifcations, please feel free to contact us.   
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