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		  products industries resources about te my account innovation support center quick links pricing & availability search for tooling view mating products (25) product feature selector contact us about this product add to my part list request sample find similar products buy product 3-641215-2 product details 3-641215-2   te internal number: 3-641215-2   active view 3d pdf mta, cst-100 ii, mt-6 and sl connectors and headers   always eu rohs/elv compliant  ( statement of compliance ) product highlights: mta-100 product line mta series wire-to-board applies to printed circuit board connector view all features documentation & additional information product drawings: mta-100 header assembly, friction lock, notched, .02...   (pdf, english) catalog pages/data sheets: mta, cst-100 ii, sl-156 and amp economy power (ep) c...   (pdf, english) product specifications: connector, mta-100   (pdf, english) application specifications: none available instruction sheets: none available cad files:   ( cad format & compression information )  2d drawing  (dxf, version y) 3d model  (iges, version y) 3d model  (step, version y) list all documents additional information: product line information related products: tooling mating products (25) product features  (please use the product drawing for all design activity) product type features: product line  = mta-100 product type = connector connector type = header post size (mm [in]) = 0.64 [.025] pcb mounting orientation  = vertical pcb mount retention = without pcb mount alignment = without sealed = no ul file number = e28476 csa file number = lr7189 mechanical attachment: contact retention = without mating retention type = friction lock panel mount retention  = without electrical characteristics: contact - rated current (a) = 5 operating voltage reference = ac operating voltage (vac) = 250 termination features: termination method to wire/cable = solder termination method to pc board = through hole - solder dimensions: mating post length (mm [in]) = 7.49 [0.295] tail length (mm [in]) = 3.56 [0.14] pcb thickness, recommended (mm [in]) = 1.60 [0.063] body features: header type = unshrouded housing features: connector style = plug centerline (mm [in]) = 2.54 [0.100] housing style = friction lock housing material = polyester housing color = white mating alignment  = without ul flammability rating = ul 94v-0 configuration features: number of positions  = 2 backwall/post interruption(s)  = without strain relief = without number of rows = 1 industry standards: rohs/elv compliance  = rohs compliant, elv compliant lead free solder processes  = wave solder capable to 240?, wave solder capable to 260?, wave solder capable to 265? rohs/elv compliance history = always was rohs compliant agency/standard = csa, ul ul rating = recognized csa rating = certified environmental: operating temperature (? [?]) = -55 ?+105 [-67 ?+221] conditions for usage: applies to  = printed circuit board for use with = mta .100 connector assembly operation/application: application use = wire-to-board   my cart  |    my part lists  |  sign in/register   english (change) te connectivity what can we help you find?  share    print    email have a question? chat with a product information specialist

 corporate information about te investors news room supplier portal careers terms & conditions privacy policy quick links distributor inventory product cross reference documents & drawings product compliance support center site map customer support email or chat with us find a phone number knowledge base manage your account keep me informed   mating retention = with underplate material thickness (m [?n]) = 1.27 [50.000] assembly integration feature = without contact features: contact type = pin contact shape  = square contact base material  = copper alloy contact plating, mating area, material  = gold tail plating material = tin contact style = straight contact layout = in-line multiple contact types = without contact plating, mating area, thickness (m [?n]) = 0.76 [29.92] tail plating thickness (m [?n]) = 3.81 ?8.89 [150 ?350] underplate material = nickel packaging features: packaging method = package packaging quantity = 1 other: series = mta brand = amp ?2013 te connectivity ltd. family of companies. all rights reserved  provide website feedback
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