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		  Datasheet File OCR Text:


		  FW0524LCS   extremely low capacitance tvs array   feature    with tvs diode    esd protection:level 4    low clamping voltage@i pp =4a,v c 20kv,air::>25kv    61000 - 4 - 4(eft):40a - 5/50ns    61000 - 4 - 5(surge):4a,8/20us    flow - through design     mechanical characteristics        molded jedec dfn 10pin package                                    (2.5x1.0x0.58mm)        packing:tape and reel        flammability rating ul 94v - 0         halogen free   device characteristics   maximum ratings@25 unless otherwise specified   parameter   6\pero   9doxh   8qlwv   3hdnsxovhsrzhu (tp=8/20us) see fig 1.   p pp   60   :dwwv   2shudwlqj7hpshudwxuh   7 j   - 55~150       storage temperature   7 stg   - 55~150       futurewafer technlogy co., ltd.,   pin   ,ghqwlilfdwlrq   1,2,4,5   input lines   6,7,9,10   output lines   3,8   ground   dfn2510 - 10l   applications    personal digital assistance    wireless system      usb3.1    high speed data line    ethernet    esata interfaces               e1701m01 - std - fw - 2017 new    

 parameter   6\pero   &rqglwlrq   0lq   7\s   0d[   8qlwv   reverse stand - off voltage   v rwm   any i/o pin to gnd       5   v   reverse breakdown voltage   v br   i z =1ma ,   any i/o pin  to gnd.   6.1     8.5   v   reverse leakage current   i r @v r =5v   any i/o pins to gnd.       50   na   forward voltage   v f   i f =15ma                   gnd to any i/o pins       1.15   v   clamping voltage   v c   i pp =1a tp=8/20us       i pp =4a,tp=8/20us       10             15   v   junction capacitance   c  i/o - gnd   c  i/o - i/o   vdc=0v,f=1m hz       0.45   0.25   0.5   0.3   pf   futurewafer technlogy co., ltd.,   electrical characteristics   rating and characteristic curve   figure 1                                                                                non - repetitive peak pulse power v.s pulse time   figure 2                                                                                v c &i pp   drawing(i/o - gnd)   i pp   (a),8/20us   clamping voltage ,vc FW0524LCS   extremely low capacitance tvs array   td - pulse width(us)   peak pulse power(kw)   60w,8/20s   figure 3                                                                                power derating curve   % of rated power   ambient temp,ta(c) e1701m01 - std - fw - 2017 new    0 20 40 60 80 100 120 0 25 50 75 100 125 150  0 2 4 6 8 10 12 14 0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5  0.01 0.1 1 0.1 1 10 100 1000

 futurewafer technlogy co., ltd.,   typical characteristics   application   mddi port protection    figure 5                                                                                breakdown voltage vb map any i/o pin to gnd.   capacitance cj(pf) reverse voltage vr(v)   FW0524LCS   FW0524LCS   figure 4                                                                                normalized capacitance vs.reverse voltage   i/o - gnd   i/o - i/o   FW0524LCS   extremely low capacitance tvs array   sample size   breakdown voltage,vb(v)   e1701m01 - std - fw - 2017 new    7.5 7.6 7.7 7.8 7.9 8  0 0.1 0.2 0.3 0.4 0.5 0.6 0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 

 futurewafer technlogy co., ltd.,   application   suggested pad layout   FW0524LCS   FW0524LCS   FW0524LCS   FW0524LCS   extremely low capacitance tvs array   e1701m01 - std - fw - 2017 new   

 futurewafer technlogy co., ltd.,   symbol    0,//,07(5   min.   nom.   max.   a   0.40   0.45   0.58   a1     0.02   0.05   b   0.15   0.20   0.25   b1   0.35   0.40   0.45   c   0.10   0.15   0.20   d   2.40   2.50   2.60   e   0.50bsc    nd   2.00bsc    e   0.90   1.00   1.10   l   0.30   0.38   0.425   r   0.12   0.125   0.13   futurewafer technology co., ltd  ??????    tel  + 886 - 3 - 3573583 / fax  + 886 - 3 - 3574065    futurewafer.com.tw    package information   marking code:      0524s   tape & reel information   reel size    5hhovshu %r[   3duwvshu %r[   box dimensions    6klsslqj:hljkw0d[   cm   kg   7    10   30,000   23x23x15 (10 reels)   5.8 (120k/carton)   ordering information   FW0524LCS   extremely low capacitance tvs array   e1701m01 - std - fw - 2017 new    
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