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		  Datasheet File OCR Text:


		    ( 5 : 1 ) a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d 164a16929x conec  abc p.c.b. hole drillings ( p.c.b. top side ) dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 d-sub female 90 see notes parei 20.11.00 20.11.00 mickenbecker     din 41652 9pos.  solder pin angled  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 (5:1) 164a16929x a origin     5 x b ?3862 20.01.11 lehm.                                         b b b b 30,88 - 0,45 0,31 + 1 2 , 6 - 0 , 4 3 0 , 3 3 + fixing-plate   see note 8 0 , 8 2,74 ` 0,1 5,49 ` 0,1 1 - 0 0,1 + n  (9x) 9 , 3 5 8 , 0 8 ` 0 , 1 2 , 8 4 ` 0 , 1 1,37 ` 0,1 4,11 ` 0,1 3,1 ` 0,1 n  (2x) 24,99 - 0,12 0,13 +  1   6 , 1 3 - 0 , 0 8 0 , 1 7 + 8 - 0,23 0,02 + 16,41 - 0,2 0,05 + p.c.b  edge 1 2 , 1   7 , 2 8 ` 0 , 3 1 0 , 1 2 ` 0 , 3 4,35 ` 0,2 0,64 n ` 0,05  (9x) 1 0  1 1 , 3   m a x . 24,99 - 0,12 0,13 + 6,35 ` 0,3 1/6 directive 2002/95/ec rohs compliant 8 , 5 5 ` 0 , 2 n 4 4-40 unc 6 , 5 3 , 1 8 n metal bracket 2,25  notes:   1. metalshells: steel; min. 315in tin over 40-80 in nickel   2. insulators: pbt gf ul 94 v-0; black   3. contacts: copper alloy       plating: gold flash over nickel   4. metal brackets: zinc die cast; 300in copper/4 0-120in nickel/120-200in tin   5. threaded locks: copper alloy; min. 200in tin  over 80in nickel   6. fixing-plate: pbt gf ul 94 v-0; black   7. maximum torque value for thread: 6 in.lb   8. connector is part marked:  164a16929x  conec   abc b

   ( 5 : 1 ) a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d 164a16939x conec  abc dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 d-sub female 90 see notes parei 20.11.00 20.11.00 e. mickenbecker     din 41652 15pos.  solder pin angled  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 (5:1) 164a16939x a origin     5 x b ?3862 20.01.11 lehm.                                         b b b b 24,74 - 0,2 0,05 + 39,22 - 0,46 0,33 + 1 2 , 6 - 0 , 4 3 0 , 3 3 + 1 0  0,64 ` 0,05 ?  (15x) fixing-plate 1 1 , 3   m a x . 1 2 , 1 8 - 0,23 0,02 + 6 , 1 3 - 0 , 0 8 0 , 1 7 + 0 , 8 7 , 2 8 ` 0 , 3 1 0 , 1 2 ` 0 , 3 4,35 ` 0,2 6,35 ` 0,3 9 , 3 5 8 , 0 8 ` 0 , 1 2 , 8 4 ` 0 , 1 1 - 0 0,1 + ?  (15x) 3,1 ` 0,1 ?  (2x) 1,37 ` 0,1 4,11 ` 0,1 6,86 ` 0,1 9,6 ` 0,1 2,74 ` 0,1 5,49 ` 0,1 8,23 ` 0,1 p.c.b. edge p.c.b. hole drillings ( p.c.b. top side ) 2/6 see note 8 directive 2002/95/ec rohs compliant 1 33,32 - 0,12 0,13 + 8 , 5 5 ` 0 , 2 n 4 metal bracket 3 , 1 8 n 4-40 unc 6 , 5 2,25  notes:   1. metalshells: steel; min. 315in tin over 40-80 in nickel   2. insulators: pbt gf ul 94 v-0; black   3. contacts: copper alloy       plating: gold flash over nickel   4. metal brackets: zinc die cast; 300in copper/4 0-120in nickel/120-200in tin   5. threaded locks: copper alloy; min. 200in tin  over 80in nickel   6. fixing-plate: pbt gf ul 94 v-0; black   7. maximum torque value for thread: 6 in.lb   8. connector is part marked:  164a16939x  conec   abc b

   ( 5 : 1 ) a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 d-sub female 90 see notes parei 20.11.00 20.11.00 e. mickenbecker     din 41652 25pos.  solder pin angled  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 (5:1) 164A16949X a origin     5 x b ?3862 20.01.11 lehm.                                         164A16949X  conec  abc b b b b 38,51 - 0,26 0+ 53,09 - 0,43 0,33 + 1 2 , 6 - 0 , 4 3 0 , 3 3 + 1 0  0,64 ` 0,05 ?  (25x) see note 9 1 1 , 3   m a x . 1 2 , 1 fixing-plate 8 - 0,23 0,02 + 6 , 1 3 - 0 , 0 8 0 , 1 7 + 0 , 8 7 , 2 8 ` 0 , 3 1 0 , 1 2 ` 0 , 3 4,35 ` 0,2 6,35 ` 0,3 directive 2002/95/ec rohs compliant 3/6   47,04 ` 0,13 8 , 5 5 ` 0 , 2 n 4 3 , 1 8 n 6 , 5 metal bracket 4-40 unc 2,25  notes:   1. metalshells: steel; min. 315in tin over 40-80 in nickel   2. insulators: pbt gf ul 94 v-0; black   3. contacts: copper alloy       plating: gold flash over nickel   4. metal brackets: zinc die cast; 300in copper/4 0-120in nickel/120-200in tin   5. threaded locks: copper alloy; min. 200in tin  over 80in nickel   6. fixing-plate: pbt gf ul 94 v-0; black   7. p.c.b. hole drillings see sheet 4   8. maximum torque value for thread: 6 in.lb   9. connector is part marked:  164A16949X  conec   abc b

 a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 p.c.b. hole drillings see sheet3 parei 20.11.00 20.11.00 e. mickenbecker       d-sub female 90  25pos.  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 see sheet3 a origin                                                     2,77 ` 0,1 5,54 ` 0,1 8,28 ` 0,1 11,05 ` 0,1 13,82 ` 0,1 16,56 ` 0,1 1,4 ` 0,1 4,14 ` 0,1 6,91 ` 0,1 9,68 ` 0,1 12,42 ` 0,1 15,19 ` 0,1 47,04 ` 0,13 3,1 ` 0,1 ?  (2x) 1 - 0 0,1 + ?  (25x) 1 8 , 0 8 ` 0 , 1 2 , 8 4 ` 0 , 1 9 , 3 5 p.c.b. hole drillings ( p.c.b. top side ) p.c.b. edge 4/6

   ( 5 : 1 ) a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 d-sub female 90 see notes parei 20.11.00 20.11.00 e. mickenbecker       37pos.  solder pin angled  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 (5:1) 164a16959x a origin     5 x b ?3862 20.01.11 lehm.                                         164a16959x  conec  abc b b b b directive 2002/95/ec rohs compliant 54,94 - 0,23 0,02 + 69,39 - 0,45 0,31 + 1 2 , 6 - 0 , 4 3 0 , 3 3 + 0,64 ` 0,05 ?  (37x) 1 0  1 1 , 3   m a x . 1 2 , 1 fixing-plate see note 9 8 - 0,23 0,02 + 6 , 1 - 0 , 0 5 0 , 2 + 0 , 8 7 , 2 8 ` 0 , 3 1 0 , 1 2 ` 0 , 3 4,35 ` 0,2 6,35 ` 0,3 5/6 2,25 63,5 ` 0,13 metal bracket 8 , 5 5 ` 0 , 2 n 4 3 , 1 8 n 4-40 unc 6 , 5  notes:   1. metalshells: steel; min. 315in tin over 40-80 in nickel   2. insulators: pbt gf ul 94 v-0; black   3. contacts: copper alloy       plating: gold flash over nickel   4. metal brackets: zinc die cast; 300in copper/4 0-120in nickel/120-200in tin   5. threaded locks: copper alloy; min. 200in tin  over 80in nickel   6. fixing-plate: pbt gf ul 94 v-0; black   7. p.c.b. hole drillings see sheet 6   8. maximum torque value for thread: 6 in.lb   9. connector is part marked:  164a16959x  conec   abc b

 a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d e ee e e ee e f ff f f ff f a aa a a aa a b bb b b bb b c cc c c cc c d dd d d dd d dim. in mm r rr r date drawn t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: 16k1a091a a3 p.c.b. hole drillings see sheet 5 parei 20.11.00 20.11.00 e. mickenbecker       d-sub female  37pos.  0.318inch with threaded lock, metal bracket and fixing-plate       2:1 see sheet 5 a origin                                                     2,77 ` 0,1 5,54 ` 0,1 8,28 ` 0,1 11,05 ` 0,1 13,82 ` 0,1 16,56 ` 0,1 19,33 ` 0,1 22,1 ` 0,1 24,84 ` 0,1 1,4 ` 0,1 4,14 ` 0,1 6,91 ` 0,1 9,68 ` 0,1 12,42 ` 0,1 15,19 ` 0,1 17,96 ` 0,1 20,7 ` 0,1 23,47 ` 0,1 63,5 ` 0,13 3,1 ` 0,1 ?  (2x) 1 - 0 0,1 + ?  (37x) 9 , 3 5 8 , 0 8 ` 0 , 1 2 , 8 4 ` 0 , 1 1 p.c.b. edge p.c.b. hole drillings ( p.c.b. top side ) 6/6
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