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		  Datasheet File OCR Text:


		  www.adlinktech.com 15 powerful intel ?  core? i7 fanless expandable embedded computer with pci/pcie slots MXC-6000 series introduction the matrix MXC-6000 series of powerful fanless, expandable embedded computers feature the new intel ?   core i7 2.0 ghz processor for maximized computing. the MXC-6000 inherits its exceptional fanless and cable- free design from adlinks existing matrix c series. the MXC-6000 series intel ?  core i7 2.0 ghz processor and intel ?  qm57 chipset deliver a level of performance  ideal for image and vision measurement and automation applications. pci and pcie slots allow integration of off- the-shelf pci/pcie cards for development of configurable  application platforms. 16 built-in isolated dio channels  enable standardized industrial control. a dvi-i connector output on the front panel allows direct connection to a  lcd panel, and one esata port supports storage expansion or hot-swapping sata drives. leveraging a reliable fanless and durable cable-free design, the MXC-6000 series exhibits excellent dependability  in harsh environments, where severe temperature variation and vibration may exist. the MXC-6000 series  provides an optional hot-pluggable fan module to dissipate heat generated within the system when high power  consumption pci/pcie cards are installed. this inventive mechanical design retains a cable-free structure which  dramatically improves thermal stability when pci/pcie cards are installed. the MXC-6000 also provides an usb 2.0 port internally located on a riser card, enabling heightened reliability  for  secure  applications,  with  license  keys  or  password  encryption  on  an  internal  usb  dongle  dramatically  improve system security. combining a reliable design with more computing power and innovative features, the  matrix MXC-6000 series is the optimal choice on which to base any rugged application system. combining a reliable design with more computing power and innovative features, the matrix MXC-6000 series is  the optimal choice on which to base any rugged application system. features    intel ?  core i7-620le 2.0 ghz processor + intel ?  qm57 chipset    configurable, providing pci and pcie x4 slots    rugged, -10c to 60c fanless operation*    built-in 9 v dc  to 32 v dc  wide-range dc power input    vga+dvi-d display by dvi-i connector    dual 1000/100/10 mbps ethernet ports, 2 rs-232 ports and 2       software-selectable rs-232/422/485 ports    usb 2.0 port internally on riser card, built-in 16-ch isolated di      and 16-ch isolated do    raid 0, 1 function available through 2 internal    sata-connected hdd or one internal sata-connected    hdd and one external esata-connected hdd applications    machine automation    image & vision measurement    factory control    test instrumentation    safety surveillance software support    windows ?  xp / xp embedded / 7, intime ? *, linux*   *linux distribution by request   *custom bios is necessary to support intime ?   MXC-6000 series front panel  easy-to-install hot-pluggable fan module  inside of the MXC-6000 series gbe port x 2 usb 2.0 port x 4 com port x 4 ps2 kb/ms dc input (9-32 v) 16-ch di+ 16-ch do hot-swappable cf dvi-i esata air in-take apertures  with filter internal usb port proprietary connector  for optional fan module  installation 2 pci slots for mxc-6101d /  1 pci slot + 1 pcie x4 slot for mxc-6201d 1. undo the thumbscrew by hand 2. withdraw the thumbscrew and        remove the top cover 3. replace it by plugging the hot-pluggable fan      module cover into the fan connector on cpu board   a more reliable design of internal usb port  mic-in &  line-out   the matrix internal usb 2.0 port provides increased  application security with connectivity for license keys  or password encryption on usb dongle. *extending the operating temperature to -10c to +60c is optional and requires use of an industrial solid-state drive storage device.   heat dissipation from inserted pci/pcie cards may affect thermal performance      

 www.adlinktech.com 16 specifications model name description pci pcie x4 gbe esata com usb memory dio mxc-6101d intel ?  core i7-620le 2.0 ghz fanless expandable embedded computer 2 0 2 1 4 5 2 gb ddr3 16 di+16 do  mxc-6201d intel ?  core i7-620le 2.0 ghz fanless expandable embedded computer 1 1 2 1 4 5 2 gb ddr3 16 di+16 do ordering information MXC-6000 optional fan module hot-pluggable fan module for the MXC-6000 series 4 gb ddr3 upgrade upgrade to 4 gb ddr3 memory 320 gb hdd option factory-installed sata hard disk drive (0 to 60c) 32 gb ssd option factory-installed 32 gb sata solid-state drive (0 to 70c) 8 gb industrial ssd option factory-installed 8 gb industrial-grade sata solid-state drive (-40 to 85c) 100 w ac-dc adapter 100 w industrial-grade ac-dc adapter (-20 to 70c) dvi-i to vga&dvi-d cable external cable for connecting dvi-i to dvi-d and vga devices auxiliary power cable auxiliary power cable for providing pci and pcie card external power suppliers extended temperature option* optional screening to extend the operating temperature of the MXC-6000 series to -10c to 60c optional accessories expandable embedded computers model name  mxc-6101d     mxc-6201d system core    processor     intel ?  core i7-620le 2.0 ghz cpu    chipset    intel ?  qm57    video    vga+dvi display by dvi-i connector 	 	 	 ? 	analog	 crt,	supports	qxga	(2048	x	1536)	resolution 	 	 																																																																									?	 dvi-i	1.0	 (dvi	+	vga)	(with	external	cable	for	connecting	 dvi-i	connector	to	 dvi-d	and	vga	device) 	 	 	 ? 	optional	48-bit	 lvds	(by	internal	box	header)    memory                                                                            2 gb ddr3 800/1066 mhz sodimm module (max. capacity 4gb sodimm module option) i/o interface    expansion slots   2 pci slots     1 pci slot and 1 pcie x4 slot      ethernet    2 gbe ports (2 intel ?  82574l)    serial port     2 software-programmable rs-232/422/485 (com1 & com2)       2 rs-232 (com3 & com4)    usb    4 usb 2.0 ports (external), 1 usb 2.0 port (internal)    audio    1 mic-in and 1 line-out    kb/ms    1 ps/2 keyboard and 1 ps/2 mouse    dio    16-ch isolated di + 16-ch isolated do power supply    dc input    at/atx, built-in 9-32 v dc  wide-range dc power input        3p pluggable connector with latch (gnd, v-, v+)    ac input     optional 100 w external ac-dc adapter for ac input   storage device    sata hdd     on-board sata port for 2.5" hdd/ssd installation support sata raid 0, 1    compactflash    1 external type ii compactflash socket       1 internal type ii compactflash socket    esata     1 esata interface connector for external storage expansion mechanical    optional fan module    optional hot-pluggable fan module for dissipating heat generated by pci/pcie card    dimensions    130 mm (w) x 225 mm (d) x 183 mm (h) (5.1" x 8.9" x 7.2")    weight     3.5 kg (7.72 lbs)    mounting    wall-mount kit environmental    operating temperature*     standard: 0c to 50c (w/hdd)       extended option: -10c to 60c (w/industrial ssd)    storage temperature     -40c to 85c (excl. hdd/ssd/cf)     humidity    ~95% @ 40c (non-condensing)      vibration    operating, 5 grms, 5-500 hz, 3 axes (w/ cf or ssd)       operating, 0.5 grms, 5-500 hz, 3 axes (w/ hdd)    shock    operating, 50 g, half sine 11 ms duration (w/ cf or ssd)    emc     ce and fcc class a  *this option guarantees cold boot of the system at -10c and operation with 100% loading at 60c. the industrial solid-state drive storage option is required. *without pci/pcie card installation. updated 03-28, 2012.  ? 2012 adlink technology, inc. all rights reserved. all specifcations are subject to change without further notice.           
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