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		  Datasheet File OCR Text:


		  a a 13 1.75 +0 . 2  0 20.1 1.5 +0.1  0 120.1 1.75  0.1 0.4 16 2.75 +0 . 2  0 7.5 40.1 380 tape feed direction reel a- a se c ti o n e detect 3.5 0.8 5.7 1.4 1.6 5 1.3 2.96 0.26 3.2 fr ee p os 0.55 r0. 3 2x 1 0.5 0.05 1.05 1.35 2.9 1.9 2.5 7.46 1.55 1.1 0.5 0.6 3.85 1.2 0.6 2x 1.1 ho le 1.2 2x 1.6 2x   1.7 7.3 2x 1.8 1.5 4.3 3.5 2.6 or   les s total tr a vel po si ti o n on st a rt i ng po si ti o n a b c d sc al e    6:1 re c om m en d ed  s tro k e eC4 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com hdp series micro mini side actuated surface mount detect switches features/benefits ? low profile  ? side actuation ? right and left options available ? low actuation force ? lead free and halogen free typical applications ? consumer electronics ? computers ? medical devices ? mobile communications ? atca and microtca devices specifications contact rating: 1 ma 5 vdc mechanical and electrical life: 100,000 cycles min. contact resistance: < 500 m   initial. insulation resistance: > 100 m   operating temperature: -20o to + 70? storage temperature: -30o to + 80? packaging: tape & reel; 2,500 per reel. travel: pre-travel 0.15 mm min. n?tarting position 2.96 +/- 0.25 mm total: 1.3 mm mechanical: 1.9 mm materials base: pa 46 (ul94hb) - halogen free actuator: pa 46 (ul94hb) - halogen free HDP001R - black body/actuator hdp001l - grey body/actuator movable contacts: stainless steel, silver over nickel plate. fixed contacts/terminals: phosphor bronze, silver plate. note: specifications and materials listed above are for switches with standard options. for information on specific and custom switches, consult customer service center . build-a-switch complete part numbers for hdp series ar e shown below. a b c d t ape & reel HDP001R black body/ actuator schema tic p ackaging  p ar t number n.o.

 detect e eC5 dimensions are shown: mm specifications and dimensions subject to change www.ck-components.com hdp series micro mini side actuated surface mount detect switches a a 13 0.4 0 .05 120.1 1.75 0.1 1.5 +0.1  0 20.1 2.75 +0 . 2  0 1.75 +0 . 2  0 7.5 40.1 16 380 tape feed direction reel a- a se c ti o n 2x 1.1 ho le 7.3 1.6 1.2 4.3 1.5 2x 1.8 3.5 2.5 2x   1.7 5 1.3 2.96 0.26 0.55 3.2 fr ee p os 3.5 2x 0.8 5.7 1.2 7.45 2x 1 0.5 0.03 2.5 1.55 1.1 0.5 0.6 1.9 2x 0.6 3.85 3.15 2.6 or   les s 2.9 r0. 5 1.05 total tr a vel p os ition on  s tartin g  p o si ti o n pc b  r ec om m e nd e d a b c d sc ale   6 :1 re c om m en d ed  s tr o ke a b c d t ape & reel hdp001l grey body/ actuator schema tic p ackaging  p art number n.o.
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