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		  Datasheet File OCR Text:


		  1-595 1-595 designed for rugged excellence en50155 8-port unmanaged poe ethernet switch with  8x10/100base-t(x) p.s.e., m12 connector and 2xbypass included TPS-1080-M12-BP2 series  ?   leading en50155-compliant ethernet switch for rolling stock application  ?   provide 8x10/100base-t(x) poe (p.s.e.) ports  ?   supports ieee 802.3at compliant poe with maximum 30watts per port  ?   support dual power inputs for power redundancy  ?   support auto-negotiation and auto-mdi/mdi-x  ?   support store and forward transmission  ?   support flow control  ?   built-in 2 sets of bypass ports  ?   m12 connectors to guarantee reliable operation against environmental disturbances  ?   rigid ip-40 housing design  ?   wall mounting enabled oring's transporter tm  series un-managed ethernet switches are designed for industrial applications, such as rolling stock, vehicle, and railway applications.   the TPS-1080-M12-BP2 is an un-managed poe ethernet switch with 8x10/100base-t(x) p.s.e. (4 of these ports also double as 2 sets of bypass ports), which is  specifically designed for the toughest and fully compliant with en50155 requirement.  TPS-1080-M12-BP2 also supports power over ethernet, a system to transmit  electrical power, along with data, to remote devices over standard twisted-pair cable in an ethernet network.  each TPS-1080-M12-BP2 switch has 8x10/100base- t(x) p.s.e. (power sourcing equipment) ports.  p.s.e. is a device (switch or hub for instance) that will provide power in a poe setup.  TPS-1080-M12-BP2 en50155  ethernet switch use m12 connectors to ensure tight, robust connections, and guarantee reliable operation against environmental disturbances, such as vibration  and shock. TPS-1080-M12-BP2 includes 2 sets of bypass ports that protect the network from failures and network maintenance by ensuring network integrity  during power loss. in addition, the wide operating temperature range from -40 to 70 o c can satisfy most of operating environment.  therefore, the switch is one of  the most reliable choices for rolling stock and highly-managed poe ethernet application. introduction  features poe pin defnition tx + tx   : + + + - - tx   : - rx   : + rx   : - tx - rx - rx + poe vout poe vout poe vout poe vout industrial ethernet switch     en50155 unmanaged ethernet switch v1.0 / dec, 2014 TPS-1080-M12-BP2 series     industria l media converte r industria l device server industrial wireless  access point industrial cellular  vpn router industrial  m2m gateway  network  m anagement  softwar e accessorie s industria l ethernet switch   

 1 industrial ethernet switch www.oring-networking.com 1-596 dimensions TPS-1080-M12-BP2  poe power distribution 0 20 12 18 24 30 36 42 48 54 60 40 60 80 100 120 140 (volts) (watts) TPS-1080-M12-BP2-24v model poe power distribution industrial ethernet switch     en50155 unmanaged ethernet switch v1.0 / dec, 2014       

 1-597 1-597 designed for rugged excellence specifcations oring switch model TPS-1080-M12-BP2 TPS-1080-M12-BP2-24v physical ports 10/100base-t(x) ports in m12 with p.s.e. 8 x m12 connector (4-pin d-coding, bypass function included by last 4 ports) technology ethernet standards ieee 802.3 for 10base-t ieee 802.3u for 100base-tx ieee 802.3x for flow control ieee 802.3at compliant poe specification (maximum 30watts per port) processing store-and-forward mac table 8k mac addresses led indicators power indicator green : power led x 3 fault indicator amber : indicate pwr1 or pwr2 failure 10/100base-t(x) m12 port indicator and poe indicator top for port link/act indicator. green for 100mbps link, amber for 10 mbps link middle amber for duplex / collision indicator bottom blue for poe injected indicator fault contact relay relay output to carry capacity of 3a at 24vdc on m12 connector (5-pin a-coding) power redundant input power dual dc inputs. 50~57vdc on 5-pin m23 connector dual dc inputs. 24 (12~57vdc) vdc on 5-pin m23  connector power consumption (typ.) 2.5 watts (power consumption of p.s.e. is not included) 7.5 watts (power consumption of p.s.e. is not included) poe output power 240 watts 60 watts (12~24vdc) / 120 watts (24~57vdc) overload current protection present reverse polarity protection present physical characteristics enclosure ip-40 dimensions (w x d x h) 125 (w) x 65 (d) x196 (h) mm weight (g) 1018 g 1076 g environmental storage temperature -40 to 85c (-40 to 185f) operating temperature -40 to 70c (-40 to 158f) operating humidity 5% to 95% non-condensing regulatory approvals emi fcc part 15, cispr (en55022) class a, en50155 (en50121-3-2, en55011, en50121-4) ems en61000-4-2 (esd), en61000-4-3 (rs), en61000-4-4 (eft), en61000-4-5 (surge), en61000-4-6 (cs), en61000-4-8,  en61000-4-11 shock iec60068-2-27 free fall iec60068-2-32 vibration iec60068-2-6 warranty 5 years industrial ethernet switch     en50155 unmanaged ethernet switch v1.0 / dec, 2014     industria l media converte r industria l device server industrial wireless  access point industrial cellular  vpn router industrial  m2m gateway  network  m anagement  softwar e accessorie s industria l ethernet switch 

 1 industrial ethernet switch www.oring-networking.com 1-598 tps-1 aa b  -m12- ccc code defnition 10/100 base-t(x) p.s.e. port number additional port number with 10/100base-t(x) bypass function option - 08:  8 ports - 0:  0 port - bp2:  2xbypass function included available model model name description TPS-1080-M12-BP2 en50155 8-port unmanaged poe ethernet switch with 8x10/100base-t(x) p.s.e., m12 connector and 2xbypass included TPS-1080-M12-BP2-24v en50155 8-port unmanaged poe ethernet switch with 8x10/100base-t(x) p.s.e., m12 connector and 2xbypass included,  24vdc power inputs packing list ? TPS-1080-M12-BP2   ? quick installation guide optional accessories  ? m12c : m12 cable accessories ordering information industrial ethernet switch     en50155 unmanaged ethernet switch v1.0 / dec, 2014      
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