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		  Datasheet File OCR Text:


		  e e180881 c ? u l us rohs compliant 2002/95/ec ark-2151v in-vehicle full hd nvr w/4 poe ports 4th gen. intel ?  core i5 4300u /   celeron 2980u soc fanless box pc   ? intel ?  celeron 2980u 1.6ghz / core i5-4300u 1.9 ghz soc   ? 4 poe ports to support mainstream ip cameras   ? diversity communication abilities, ex. wwan, wlan   ? built-in gps and g-sensor for gis application   ? intelligent vehicle power ignition   ? 9 ~ 36 v dc * wide power input w/isolation   ? 1 x removable  2.5" drive bay    ? supports imanager, susiaccess and embedded software apis specifcations ark-2151v-s6a1e ark-2151v-s9a1e processor system cpu intel celeron 2980u dual core intel i5-4300u dual core frequency 1.6 ghz 1.9 ghz l3 cache 2 mb 3 mb    bios ami efi 128 mbit   memory technology ddr3l 1333 mhz ddr3l 1600 mhz max. capacity 8 gb socket 1 x 204-pin so-dimm graphics chipset hd graphics gt2-4400 graphics graphic engine directx11.1, opengl 4.0, and opencl 1.2  full avc/vc1/mpeg2 hw decode    vga up to 1920 x 1200 with 60 hz, 154 mhz pixel clock rate    hdmi lockable hdmi connector, up to 4k at 24 hz audio main system realtek alc888s, high defnition audio (hd), line-in, line out, mic-in    ethernet lan #1 10/100/1000 mbps intel i218 gbe, support wake on lan lan #2 10/100/1000 mbps intel i210-it, support wake on lan i/o interface power over ethernet, poe n/a 4 x 10/100 mbps  - 4ports full-load, ieee802.3af class 2 (7watt)  - 2ports full-load, ieee802.3af class 3 (15.4watt)   serial ports 2x isolated rs-232/422/485 with auto fow control (3kv isolation) 2x non-isolated rs-232/422/485 with auto fow control  2x non-isolated rs-232/422/485 with auto fow control  canbus option, 2ch canbus 2.0a/b (1xcom will be replaced) usb interface 2 x usb 2.0 & 2 x usb3.0 gpio 6 x di & 2 x do w/ 3kv isolation  input voltage: 0 to 30 v dc ,  output current: max. 500 ma per channel  on-state voltage: 24 v dc  nominal, open collector to 30 v dc other gps on board standalone gps, support gps, glonass and qzss signals g-sensor on board high resolution g-sensor, up to 13-bit resolution at 16g watchdog timer 255-level timer interval, setup by software expansion mini pcie #1 full-size mini pcie w/sim holder (pcie, usb, sata interface) mini pcie #2 half-size mini pcie (pcie interface) mini pcie #3/4 2 x full-size mini pcie w/sim holders (usb interface) storage 2.5" drive bay 1 x removable 2.5" drive bay (standard 9.5mm height, 15mm height support by project) msata laverage minipcie #1 slot software support microsoft windows wes8, wes7, windows 8, windows 7 linux support by project power requirement power type atx/at power input voltage* 9 ~ 36 v dc  w/isolation vehicle power ignition selectable boot-up & shut-down voltage, on/off delay time power consumption 26w (typical), 46w (max) 26w (typical), 76w (max) isolation 1.5 kv isolated mechanical construction aluminum housing, silver mounting din-rail mounting, desk/wall-mounting, vesa mounting dimensions (w x h x d) 264.5 x 75.1 x 133.0 mm (10.41" x 2.96" x 5.24") environment operating temperature with extended temperature peripherals:-20 ~ 60 c with 0.7m/s air fow with standard temperature peripherals:0 ~ 45 c with 0.7m/s air fow storage temperature -40 ~ 85 c (-40~185 f) relative humidity 95% @ 40 c (non-condensing) vibration/shock with msata/ssd: iec 60721-3-5 class 5m3    regulation emc ce/fcc class a, ccc, bsmi safety ul, ccc, bsmi, e-mark (e13) in-vehicle power iso7637-2 lev.4 * power input constraint at low voltage: 9~10.9v. all product specifications are subject to change without notice. last updated: 3-jul-2017  fanless embedded box pcs features                                 

 ordering information part number intel cpu ram 2.5" drive msata display gbe poe usb dio com minipcie sim holder power input operating  temperature ark-2151v-s6a1e intel celeron  2980u 1.6 ghz  up to 8gb 1 1 1 x hdmi 1 x vga 2 n/a 2 x usb2.0 2 x usb3.0 6di 2do 4 3 x full size 1 x half size 3 9 ~ 36 v dc -20 ~ 60 c ark-2151v-s9a1e intel i5-4300u 1.9 ghz 4 2 dimensions unit: mm ark-2151v packing list  part number description - 1 x ark-2151 unit - 1 x driver/utility cd/manual - 1 x user manual (simplifed chinese) 1652000049 3-pole phoenix  power block 3.81mm 1750001782 1 x gps antenna active with 5m sma cable  1652003235 10-pin dio plug in block embedded os  part number description 2070013560 ark-2151v-s6a1e wes7 e os image 2070013568 ark-2151v-s9a1e wes7 e os image 2070013599 ark-2151v-s6a1e we8s os image 2070013600 ark-2151v-s9a1e we8s os image 2070014978 ark-2151v wes7 p os image (10mui, 64bit) 2070014995 ark-2151v win10 iot enterprise os image (us, 64bit) *default bios is supported for 64-bit os installation, bios 32-bit os is supported by project  optional items   part number description 96psa-a120w19t2 ac-to-dc adapter 1702002600 power cable 3-pin 180cm, usa type  1702002605-02  power cable 3-pin 183cm, europe type  1700018704 power cable 3-pin 183cm, uk type  amk-v004e vesa mounting kit amk-r004e din-rail mounting kit ark-2151v-s6a1e external i/o mechanical layout/drawing front panel rear panel front panel rear panel ark-2151v-s9a1e external i/o mechanical layout/drawing 252.50 78.50 264.50 238.20 98.50 133.00 6.40 ?8.0 ?3.8 75.1 on/off ssd led pwr led vga usb 3.0 hdmi lan1 lan2 digital io ssd reset optional io 2 usb 2.0 line-out dc input optional io 1 rs-232/422/485 mic line-in poe line-out dc input digital io mic line-in on/off ssd led pwr led vga usb 3.0 hdmi lan1 lan2 ssd reset optional i/o usb 2.0 din rail vesa mount wall mount  www.advantech.com/products online download
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