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		  Datasheet File OCR Text:


		  a package outline  jtm-2a series quadraphase modulators 10 to 1000 mhz / integrated ttl drivers / low conversion loss / sma connectors for further information contact   merrimac / 41 fairfield pl., west caldwell, nj, 07006 /  201-575-1300 / fax 201-575-0531 principal specifications center rf amplitude phase balance insertion model freq, f o, input balance, @: loss, vswr number  mhz bandwidth db, max. f o band limits db, max. max. jtm-2a-***b 10 to 200  10% of f o 0.5  2  4 6 1.5:1 jtm-2a-***b 200 to 1000  10% of f o 1.0  3  5 9 1.5:1 for complete model number replace *** with desired center frequency, f o  in mhz. general specifications impedance: 50  w  nom. rf input level: 0 dbm nom. modulation sequence ttl data ports 1,2: 0,0 : ref. 0 1,0 :  --  270 1,1 :  --  180 0,1 :  --  90 carrier suppression: 30 db nom. data bandwidth: dc to 50 mhz nom. dc power: +5v @ 25 ma nom. weight, nominal: 2.2 oz (65 g) operating temp: --  55 to + 85c notes: 1. tolerance on 3 place decimals   .020(.51)   except as noted. 2. dimensions in inches over millimeters. general notes: 1. units in the jtm-2a series of quadraphase modulators are composed of two biphase modulators with  ttl drivers, a 90 quadrature hybrid and an inphase power combiner. 2. these devices are generally used in systems to generate qpsk coded signals. the units accept two  differential data inputs each of which independently biphase modulates an rf carrier. these are then combined to produ ce a quadraphase output of 0, 90, 180 and 270 degrees. 3. units in the jtm-2a series are available with center frequencies from 10 to 1000 mhz and having a  minimum bandwidth equal to 10% of the center frequency. 4. merrimac quadraphase modulators comply with the relevant sections of mil-m-28837 and may be suppl ied screened for compliance with additional specifications for military and space applications requiring the high est reliability. 29apr96
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