

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SA117			50N50			F75223N			TK71733			ABT162			MK13G2			A101M			GF10NB6			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				PCXA603-1R0M Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  shielded high current power choke           pcxa603 15 dcr (m) typ.@25c isat (a) allied part number inductance (h) 20% @ 0a allied  components  interna tional 949-356-1780 www.a llie d c o m pone n ts. c o m rohs all specifications subject to change without notice. 04/13/2017 irms (a) typ features ?  high operating temperature range     ?  high efficiency     electrical inductance range: 0.18h to 4.5h tolerance: 20% across entire series  operating temp:  -40oc to +125oc test equipment (l): hp4284a lcr meter or equivalent dcr: ch16502, agilent 33420a mirco- ohmmeter pre-heat: 150oc, 1 minute. solder composition:  sn96.5% / ag3% / cu0.5% solder temp: 245oc  5oc immersion time: 4 sec.  1 sec. depth: completely cover the termination  physical packaging: 1000 pieces per 13 inch reel. marking: eia inductance code/ date code resistance to soldering heat        irms:  current at which        ? t=40oc temp rise without core loss.  isat:  current at which inductance drop  is appoximately 30%.  the part  temperature (ambient + temp rise) should not exceed 125c under worst case operating conditions. test frequency: 100khz, 0.1v ?  low dcr ?  suitable for pick and place ? t=20oc and   1.60 2.25 3.00 5.50 6.70 9.20 11.0 18.8 23.0 40.0 32.0 29.0 23.0 22.0 18.2 15.9 12.2 10.0 24 20 17 13 12 10 7.0 6.0 5.0 ?  very low acoustic noise and very    low leakage flux noise. page 1 of 3 dcr (m) max@25c 1.75 2.50 3.31 6.05 7.40 10.2 12.2 20.8 25.3 ?  high current with soft saturation reflow times: 3 times max.   t e m p e r a t ure (  c ) 6 0 ~ 1 8 0 s 6 0 ~ 1 50s 2 1 7 1 5 0 t i m e (   s e c . ) 2 0 0 2 5 480s   m a x . t p ( 245 c  / 2 0 ~40s . ) p r e - h eat i n g r e flo w   s o l d e r i n g sol d e r i n g n a t u r a l c ool i n g t p ( 2 6 0   /  1 0 s   m a x . ) 20c rise 40c rise 32 25 22 18 16 14 10 8.0 7.0 typ max 36.0 28.0 25.0 18.0 16.0 13.0 11.0 9.00 8.00 dim c inch/mm (.008/.2) dim d inch/mm (.012/.3) .11/2.8 .11/2.8 .11/2.8 .11/2.8 .11/2.8 .114/2.9 .114/2.9 .114/2.9 .114/2.9 .209/5.30 .219/5.55 .209/5.30 .205/5.20 .203/5.15 .201/5.10 .199/5.05 .197/5.00 .197/5.00 msl: level 1 dimensions: inches (mm) l g h b c e f a  d rec ommend   pcb layout l g h a  b  c  d  e   f   1r0 yyww .252.008 (6.40.2) .260.008 (6.60.2) see table below .055.008 (1.40.2) .102.010 (2.60.25) .220 (5.6) ref .010 (2.5) ref .220 (5.6) ref see table below pcxa603-r18m pcxa603-r33m pcxa603-r56m PCXA603-1R0M pcxa603-1r2m pcxa603-1r8m pcxa603-2r2m pcxa603-3r3m pcxa603-4r5m 0.18 0.33 0.56 1.00 1.20 1.80 2.20 3.30 4.50 

 shielded high current power choke           pcxa603 15 allied  components  interna tional 949-356-1780 www.a llie d c o m pone n ts. c o m rohs 04/13/2017 page 2 of 3 t y pical   performance   curves     0 9 1 8 2 7 3 6 4 5 d c   c u r r e n t ( a ) 0 0 . 0 6 0 . 1 2 0 . 1 8 0 . 2 4 0 . 3 i n du c t a n c e   ( h) 0 1 2 2 4 3 6 4 8 6 0 t e m p .   r i s e ( o c ) pcxa603 - r 1 8 0 7 1 4 2 1 2 8 3 5 d c   c u r r e n t ( a ) 0 0 . 1 0 . 2 0 . 3 0 . 4 0 . 5 i n d u c t a n c e   ( h) 0 1 0 2 0 3 0 4 0 5 0 t e m p .   r i s e ( o c ) pcxa603 - r 3 3 0 7 1 4 2 1 2 8 3 5 d c c u rre n t ( a ) 0 0 . 2 0 . 4 0 . 6 0 . 8 1 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603 - r 5 6 0 5 . 2 1 0 . 4 1 5 . 6 20. 8 2 6 d c   c u r r e n t ( a ) 0 0 . 3 0 . 6 0 . 9 1 . 2 1 . 5 i n d u c t a n c e   ( h) 0 1 4 2 8 4 2 5 6 7 0 t e m p .   r i se( o c ) pcxa603 - 1 r 0 0 5 1 0 1 5 2 0 2 5 d c c u r r e n t ( a ) 0 0 . 3 6 0 . 7 2 1 . 0 8 1 . 4 4 1 . 8 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603 - 1 r 2 0 4 8 1 2 1 6 2 0 d c c u rre n t ( a ) 0 0 . 6 1 . 2 1 . 8 2 . 4 3 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603 - 1 r 8 0 3 . 4 6 . 8 1 0 . 2 13. 6 1 7 d c c u r r e n t ( a ) 0 0 . 7 1 . 4 2 . 1 2 . 8 3 . 5 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603- 2 r 2 0 2 . 8 5 . 6 8 . 4 11. 2 1 4 d c c u r r e n t ( a ) 0 1 2 3 4 5 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603 - 3 r 3 0 2 . 4 4 . 8 7 . 2 9 . 6 1 2 d c c u rre n t ( a ) 0 1 . 4 2 . 8 4 . 2 5 . 6 7 i n d u c t a n c e   ( h) 0 1 6 3 2 4 8 6 4 8 0 t e m p .   r i s e ( o c ) pcxa603 - 4 r 5

 shielded high current power choke          pcxa603 15 allied  components  interna tional 949-356-1780 www.a llie d c o m pone n ts. c o m rohs 04/13/2017 page 3 of 3 reel  dime n sion t ape  dime n s ion tearin g o ff  f o rce t op  cover  tape 165  to 1 80 b a s e  ta p e f c d 2 . 0  0 . 5 e m bos sed   c a r r ier b a cov er  t ape t y p e   a (mm) b(m m )   c(m m )   d(m m ) 330x 12mm 100  2 13+ 0.5 / - 0.2   330   the force fo r tea r ing off cover tape  is 10 to 130 gra m s in the arro w   direction under t he follow i ng con ditions(reference d  ansi/eia-481- d- 2008 of 4.11 sta ndard).   room  t emp.   ( )  room  humidity (%)   room  atm   (hpa)   tearing  sp eed mm/ m in  b o( m m)  a o(mm)  k o( m m ) p(mm) w (mm ) f ( m m ) t ( m m ) d(m m )   16.4+ 2 / - 0 packaging information 6.8 0.1   7.0 0.1   3.3 0.1   12.0 0.1   16. 0 . 3 7.5 0.1   0.35 0. 0 5 1.5 0.1   5 ~35  45~85  860~1060   300  a p p l i ca ti on  n o t i c e  ?s t orage   condi tio ns  t o  maint ain   th e  sol derabili ty   of  termina l  ele c tr ode s:  1.  pcxa603 series  meets  ipc/jedec  j-std -020d  st a nd ard -msl ,  lev el   1 .  2.  t emper atur e  and  humidi t y   condi tion s:  le ss  than   40    and  6 0 %   rh.  3.  re commended   p roduct s   sh ould   be  u s ed   w ithin  12   months  form   the   time  o f deliv er y .   4.  the   pa ckaging   material   should   be  kep t w here  no   chlor ine  or   sulfu r  ex ists  i n  th e  ai r.  ?t ransport a tion   1.  p rodu ct s  should   be  hand led  w ith   car e  to   av oid  damage   or  cont amina t ion   fr om  per spira t ion   an d  skin   oil s .  2.  the   u s e  of  tw eezers  or  v acuum   pick  up  i s   strongly   reco mmended  for  i ndiv idual  componen t s.  3.  b ulk  han dling   sh ould  en sure   that  ab rasion   and   me chani cal  sho c k  a re  min i mized. 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of PCXA603-1R0M 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























