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		  Datasheet File OCR Text:


		  new new new new new new 1 nte  electronics,  inc. v oi c e   (973)  7 4 8 ? 508 9 f ax  (973)  7 4 8 ? 622 4 http://www .nteinc.com binding   post  with   4mm  banana  socket features n i ck e l  pl ate d  bra s s acc ep ts  up  t o  14  gaug e   w ir e n t e  t y p e   no . description 8 1 ? bp 1 r b ind i n g  p o s t  re d   10 a  wi t h   4m m  b anan a  s o ck e t ni c k e l  p la t e d  b r a s s  wi t h  n y lo n  i n s u la t ion . 8 1 ? bp 1 b b ind i n g  p o s t  b l a c k 10 a  wi t h   4m m  b anan a  s o c k e t ni c k e l  p la t e d  b r a s s  wi t h  n y lo n  i n s u la t io n . 8 1 ? b p 1 .157 (4.0) .06 (1.5) .716 (18.2) .740 (18.8) .028 (0.7) .480 (12.2) specifications current rating:    10 a ins ul at ion  re si sta nc e :    dc50 0 v  10 0 m d ie l ectr ic  s tre ngt h :   ac   100 0 v 1   min u t e t em p erat u re   rat ing :     ? 2 0 c  t o  +8 0 c ins ul at ion  mater ia l :    n y lo n   (ul  f la m e :  94 v ? 2 ) m oun t ing  h ole :   8 . 5(21 5 .9 0 ) binding   post  with   4mm  banana  socket features n i ck e l  pl ate d  bra s s acc ep ts  up  t o  14  gaug e   w ir e n t e  t y p e   no . description 8 1 ? bp 2 r b ind i n g  p o s t  re d   10 a  wi t h   4m m  b anan a  s o ck e t ni c k e l  p la t e d  b r a s s  wi t h  n y lo n  i n s u la t ion . 8 1 ? bp 2 b b ind i n g  p o s t  b la c k  10 a  wi t h   4m m  b ana n a  s o c k e t ni c k e l  p la t e d  b r a s s  wi t h  n y lo n  i n s u la t ion . 8 1 ? b p 2 .480 (12.2) . 366  (9 .3 ) 1.394 (35.4) .492 (12.5) .157 (4.0) .157 (4.0) . 059  (1 .5 ) .417 (10.6) specifications current rating:    10 a ins ul at ion  re si sta nc e :    dc50 0 v  10 0 m d ie l ectr ic  s tre ngt h :   ac   100 0 v 1   min u t e t em p erat u re   rat ing :     ? 2 0 c  t o  +8 0 c ins ul at ion  mater ia l :    n y lo n   (ul  f la m e :  94 v ? 2 ) m oun t ing  h ole :   8 . 5(21 5 .9 0 ) banan a  socket  4mm features n i ck e l  pl ate d  bra s s n t e  t y p e   no . description 8 1 ? bp 3 r 4m m  b ana n a  s o c k e t  re d   10 a  wi t h   ni c k e l  p la t e d b r a s s  wi t h  n y lo n  i n s u la t ion . 8 1 ? bp 3 b 4m m  b anan a  s o c k e t  b l a c k 10 a  wi t h   ni c k e l  p l a t e d b r a s s  wi t h  n y lo n  i n s u la t ion . 8 1 ? b p 3 .157 (4.0) .563 (8.0) 1.394 (17.0) . 366  (7 .0 ) .563 (12.0) .563 (16.2) .157 (0.8) .366 (4.65) .157 (1.7) specifications current rating:    10 a ins ul at ion  re si sta nc e :    dc50 0 v  10 0 m d ie l ectr ic  s tre ngt h :   ac   100 0 v 1   min u t e t em p erat u re   rat ing :     ? 2 0 c  t o  +8 0 c ins ul at ion  mater ia l :    n y lo n   (ul  f la m e :  94 v ? 2 ) m oun t ing  h ole :   8 . 5(21 5 .9 0 )

 new new new new new 2 nte  electronics, inc. v oic e  (97 3 ) 7 4 8 ? 50 8 9 f ax  ( 973)   74 8 ? 62 2 4 http://www .nteinc.com binding post with 4mm banana socket  ? 2.1mm cross hole features n ic ke l   pl at ed  b ras s a cc ep ts   up  t o  14  gaug e  w i re nt e n o . description 8 1 ? bp 4 b r bindi n g   po s t  du a l   bla c k  &  re d  10 a  w i t h   4m m  b an a n a s o ck et s n i c k e l  pl a te d  b ra s s n y l o n   in s ul a t i o n . 8 1 ? b p 4 .748 (19.0) 1.358 (34.5) .157 (4.0) .157 (4.0) .618 (15.7 ) .2 20  (5.6 ) 1.842 (46.8) .1 18 (3.0) .0827 (2.1) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  1 000 v  1   minu t e t e mperature  ratin g:     ? 1 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le :   2  places,  12.8(0. 504) banana   socket  4mm features n ic ke l   pl at ed  b ras s nt e  t y p e   no . description 8 1 ? b s 5 r ba n an a  s o ck e t r e d1 0 a n i ck e l  pl at e d   br a s s w it h n y lo n   in s u l a t i o n   . 1 8 7  i n c h  q c t e r mi n a l s . 8 1 ? b s 5 b ba n an a  s o ck e t b l a c k 1 0 a n i ck e l   pl ate d  b ra s s w it h n y l o n  i n s u l at io n   .1 8 7  i n c h  q c  t e r mi n a l s . 8 1 ? b s 5 .563 (14.3) .827  (21.0) 1.154 (29.3) .032 (.80) .08 2 (2.1 ) .409 (10.4) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  1 000 v  1   minu t e t e mperature  ratin g:     ? 2 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le:   12.2(0.480) bin d i n g  p o s t   w ith  4 m m   b ana n a  s o c ke t   ? 2.2m m  &   4 m m  c r o s s  h o l e features n ic ke l   pl at ed  b ras s a cc ep ts   up  t o  14  gaug e  w i re nt e n o . description 8 1 ? b p 6 r bindi n g   po s t  re d  1 0 a  wi t h  4 m m   b a n a n a  s o ck e t n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 6 b bindi n g   po s t  bla c k 1 0 a  wi t h   4 m m  b a n an a  s o c k e t n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 6 .440 (1 1.2) .339 (8.6) . 20   (5 .1 ) .815 (20.7) 1.881 (47.8) .630 (16.0) ? .0 86  (2.2 ) . 15 7 (4.0) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  1 500 v  1   minu t e t e mperature  ratin g:     ? 2 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le:   8 .0 (0 .3 15 ) x  6 . 5( 0 .2 5 6 )

 new new new new new new 3 nte electronics, inc. v oi c e  ( 9 7 3)   7 48 ? 5 0 8 9 f a x  ( 9 7 3 )  7 4 8 ? 62 2 4 http://www .nteinc.com bin d i n g  p o s t   w ith  4 m m   b ana n a  s o c ke t   ? 2.2m m  &   4 m m  c r o s s  h o l e features n ic ke l   pl at ed  b ras s a cc ep ts   up  t o  14  gaug e  w i re nt e n o . description 8 1 ? b p 7 r bindi n g   po s t  re d  1 0 a  wi t h  4 m m   b a n a n a  s o ck e t n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 7 b bindi n g   po s t  bla c k 1 0 a  wi t h   4 m m  b a n an a  s o c k e t n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 7 .472 (12.0) .984  (25.0) .480 (12.2) .157 (4.0) .078 (2.0) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  5 00v   1  m inut e . t e mperature  ratin g:     ? 2 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le:   3.2(0.126) bindi n g  po s t  wi t h  4 m m b a nan a  s o cke t   ? 2 . 1m m  cr o s s h o l e features n ic ke l   pl at ed  b ras s a cc ep ts   up  t o  14  gaug e  w i re nt e n o . description 8 1 ? b p 8 r bindi n g   po s t  re d  1 0 a  wi t h  4 m m   b a n a n a  s o ck e t  n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 8 b b in d i n g  p o s t b la c k  1 0 a  wi t h   4 m m  b ana n a  s o c k e t n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 8 .433 (1 1.0) .157 (4.0) 1.969  (50.0) .0 82  (2.1 ) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  1 000 v  1   minu t e t e mperature  ratin g:     ? 2 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le:   8 .2 (0 .3 23 ) x  6 . 4( 0 .2 5 2 ) bin d i n g  p o s t   w ith  4 m m   b ana n a  s o c ke t   ? 2.2m m  &   4 m m  c r o s s  h o l e features n ic ke l   pl at ed  b ras s a cc ep ts   up  t o  14  gaug e  w i re nt e n o . description 8 1 ? b p 9 r bindi n g   po s t  re d  1 0 a  wi t h  4 m m   b a n a n a  s o ck e t  n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 9 b b in d i n g  p o s t b la c k  1 0 a  wi t h   4 m m  b ana n a  s o c k e t  n i c k e l p l at e d  b r a s s  wi t h n y l o n   in s ula ti o n . 8 1 ? b p 9 2.46  (62.5) .445 (1 1.3) .1 57  (4.0 ) .543 (13.8) ? .086 ? (2.2) 2.46 (62.5) .445 (1 1.3) .1 57  (4.0 ) .543 (13.8) ? .086 ? (2.2) specifications current rating:   1 0 a insu lation   resista n ce:     dc5 0 0v  1 0 0m diel ectric s trengt h:     ac  1 000 v  1   minu t e t e mperature  ratin g:     ? 2 0 c   to   +8 0 c insu lation   material :    n y l o n   ( u l   fla m e :  94 v ? 2 ) moun ting h o le:   n/a

 new new 4 nte electronics, inc.     voice (973) 748 ? 5089     fax (973) 748 ? 6224     http://www.nteinc.com banana socket 4mm features nickel plated brass nte type no. description 81 ? bs10r banana socket red10a nickel plated brass with nylon insulation solder terminals. 81 ? bs10b banana socket black10a nickel plated brass with nylon insulation solder terminals. 81 ? bs10 .433 (11.0) .197 (5.0) .945 (24.0) .472 (12.0) .157 (4.0) specifications current rating:   10a insulation resistance:   dc500v 100m dielectric strength:   ac 1000v 1 minute temperature rating:    ? 20 c to +80 c insulation material:   nylon (ul flame: 94v ? 2) mounting hole:  8.2(0.323) x 6.2(0.244)
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