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		  Datasheet File OCR Text:


		                                          (RH1) high voltage  hermetic hi-meg  resistor   token electronics industry co., ltd.   taiwan:   no.137, sec. 1, zhongxing rd., wugu district,        new taipei city, taiwan, r.o.c. 24872      t el : +886 2981 0109   f ax : +886 2988 7487                                    

                                                                                                                                                                         http://www.token.com.tw   rfq@token.com.tw   taiwan factory : +886 2 29810109   china factory : +86 755 26055363     page:  1 / 4     ?   product introduction             features :   ?   high resistance range 1 10 7 ~1 10 12 () .   ?   resistance tolerance (j5%) (k10%) .   ?   glass vacuum sealed hermetic resistors .   ?   stability temperature and voltage .   ?   metal glaze resistive elements .   applications :   ?   ultra - high vacuum applications .   ?   surge protection and voltage divider .   ?   mains protection and discharge path resistor .   ?   current pulse limiters and pulse load  equipments .   ?   micro current circuit measurement, medical  instrumentation .       token hi - meg hermetically sealed resistors are designed for  use in electrometer circuits where a high order of performance is  required an extended period of time under adverse environmental  conditions.   the RH1 metal glaze resistor is   disclosed as being encapsulated  in a glass tube, the enclosure being hermetically sealed to  conductive caps mounted on the resistor ends. the metal glaze  film of the resistance path of the resistor is protected from  thermal damage during heat sealing by s pacing the resistance  path from the conductive caps and providing an electrical path  there between in the form of an extended termination.   by being vacuum sealed in a glass envelope with its resistance glaze glass characteristic, these high  resistance resi stors are suitable for ultra - high vacuum applications, micro current circuit measurement,  and pulse load equipment.    these RH1 series features a high degree of stability and accuracy, and operate at this high  performance level for long - term stability.    for   customed designs, tighter tolerances, non - standard technical requirements, o r custom special  applications ,  please  contact  us , or l ink to token official website " high voltage resistors "   to get  more  information.         hermetic resistors lead to a high ohmic resistance values   

                                                                                                                                                                         http://www.token.com.tw   rfq@token.com.tw   taiwan factory : +886 2 29810109   china factory : +86 755 26055363     page:  2 / 4     ?   dimensions & specification     dimensions & specification  ( RH1 ) (unit: mm)   resistance range   110 7 ~110 12 ()   resistance tolerance   (j5%) (k10%)   operating temperature   - 55 ~ +125   temperature coefficient   500ppm/ ( - 55~+125  )   damp heat    r     (5%r+0.1)   working voltage   1000v   rated power   1/2 w     hermetic high resistance high - megohm resistors (RH1) dimensions (unit: mm)   ?   cleaning & handling   cleaning & handling  (RH1)   hermetic high - megohm resistor cleaning & handling :   z   it should be handled  by the leads, unless gloves are worn.      if cleaning should become necessary, use isopropyl alcohol and lightly wipe dry with lint free tissues.      these glass encapsulated (hermetic) resistors with high resistance value is required extraordinary  cleanliness.      fi ngerprints on the surface of the resistor will attract contaminants and moisture, which will cause a parallel  resistance path, reducing the resistance value of the device.      

                                                                                                                                                                         http://www.token.com.tw   rfq@token.com.tw   taiwan factory : +886 2 29810109   china factory : +86 755 26055363     page:  3 / 4       ?   order codes   order codes (RH1)   RH1   1t   j   part number   RH1     resistance value ()   1t   1t   10t   10t   100t   100t     resistance tolerance (%)   j   5%   k   10%          

                                                                                                                                                                         http://www.token.com.tw   rfq@token.com.tw   taiwan factory : +886 2 29810109   china factory : +86 755 26055363     page:  4 / 4     ?   general information   cost effective complete selection of high voltage components   token high voltage series can be specified for use in industrial and general purpose high voltage systems,  as well as a complete selection of high resistance, hi - meg, high - voltage, high frequency, and bulk  ceramic resistors for higher average power dissipa tion. these high resistance, high frequency, high  resistance resistors combine the proven performance of token resistance system with new cost efficient  design elements and high voltage applications.    detailed specifications, both mechanical and electrical , please contact our sales representative for more  information.    high voltage applications   resistors produced from serpentine pattern screen printing design or bulk ceramic materials have  displayed several key advantages in demanding high - voltage situation s, including both continuous - wave  and pulse applications. these include radar and broadcast transmitters, x - ray systems, defibrillators,  lasers, and high - voltage semiconductor process equipment applications, where resistors must handle  peak voltage anywher e from 8kv to 75kv.   typical applications include current limit in capacitor charge/discharge, crowbar, and tube - arc circuits.  in these uses, bulk ceramic resistors provide low inductance, high average power per unit size, stability  at high voltage, and dur ability at extreme peak - power levels. film resistors typically cannot withstand  high - voltage pulse applications.    rf/digital loads and high - frequency applications   token non - inductive voltage resistors are used extensively for high - frequency rf loads in bro adcast  and communication equipment because of their non - inductive characteristics. they provide excellent  non - inductive power - handling capacity at frequencies up to the gigahertz range, with no sacrifice in  power dissipation.    film resistors may provide th e needed non - inductive characteristics required by such rf applications,  but they have size limitations and present reliability problems due to potential film burnout. this is  especially true in advanced digital applications such as digital radio and tv tr ansmitters involving  pulses at high frequencies.    application notes   ?   due to the high voltage which can appear between the end cap and any adjacent metal part, resistors should  be mounted at an adequate distance from other conductors.   ?   an appropriate number o f resistors may be screwed together as a stick to provide an assembly which will be  capable to withstanding any desired voltage, providing no individual resistor is subject to a greater stress or  power dissipation than is recommended in its data sheet, and   that appropriate anticorona devices are fitted.    ?   the axial termination should not be bent closer than twice the diameter of the terminal wire from the body of  the resistor.    when resistors are required to be potted, the preferred encapsulant is a silicone compound.    oil immersion   for some high voltage applications it is required to immerse the components in oil or gas to reduce the  effects of corona and surface tracking. a spe cial lacquer protected version of the resistor is available,  suitable for immersion in transformer oil or sf6.       
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