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		  Datasheet File OCR Text:


		  347 aluminum  electrolytic  capacitors cat.8100e performance characteristics tangent of loss angle (tan   ) less than or equal to the initial specified value 200% or less than the initial specified value within 20% of the initial capacitance value lkg lug / snap-in terminal type,   for audio equipment disigned for high grade audio equipment, giving priority to high fidelity sound quality. the variation expansion of the lkg.    type- 1 :    the low profile high tone quality grade of the new development  electrolyte adoption.    type- 2 :    the center grade that the best sound is provided electrode foil,  with the multiple use.    type- 3 :    the highest tone quality grade by the low drag the gold plating  terminal adoption. the sound quality that it meets the high tone quality needs for hd audio equipment. compliant to the rohs directive (2011/65/eu). specifications category temperature range rated voltage range rated capacitance range capacitance tolerance leakage current stability at low temperature shelf life marking item C  40 to +85c 16 to 100v (type- 1 , type- 2 , type- 3 ) 680 to 33000f  20%  at 120hz,  20c after 5 minutes' application of rated voltage, leakage current is not more than                (a),   [c : rated capacitance(f),  v : voltage ( v ) ] printed with gold color letter on black sleeve. measurement frequency   : 120hz the specifications listed at right shall be met when the  capacitors are restored to 20c after the rated voltage is  applied for 1000 hours at 85c. after storing the capacitors under no load at 85c for 1000 hours and then performing voltage treatment based on jis c 5101-4 clause  4.1 at 20c, they shall meet the specified values for the endurance characteristics listed above. z  C  25c/ z+20c z  C  40c/ z+20c rated voltage(v) impedance ratio zt/z20(max.) 16 to 100 4 12 type numbering system (snap-in terminal type)    (example : gold tune   25 v 6800f ,  dia.  30)  type numbering system (lug terminal type)    (example : super through   50 v 15000f)  high grade l 1 g 2 k 3 1 4 h 5 1 6 5 7 3 8 m 9 k 10 z 11 s 12 configuration grade capacitance tolerance(20%) rated capacitance(15000  f) rated voltage(50v) series name ty pe l 1 g 2 k 3 1 4 e 5 6 6 8 7 2 8 m 9 e 10 s 11 b 12 configuration case dia.code capacitance tolerance (20%) rated capacitance(6800  f) rated voltage(25v) series name k 13 b 14 grade ty pe grade type-1(gold  t une) type-2(gold  t une) type-3( super  through ) code ak bk ck grade type-1(gold  t une) type-2(gold  t une) type-3( super  through ) code f  s 1 2 pb-free terminal pb-free pet  sleeve es  configuration 1 measurement frequency :  120hz at 20c type rated voltage(v) tan     (max.) type- 3 type- 1 , type- 2 endurance capacitance change leakage current tan   16 25  to  63 0.30 0.35 80  ?  100 16 0.25 0.25 25  to  63 0.22 80  ?  100 0.20 gold tune super through 3 cv 3 cv 3 cv  (snap-in terminal type)   (lug terminal type)  11 2 6. 3 1 3. 5 1.5 0. 8 +0.2 -0.1 +0.2 -0.1 0. 8 +0.2 -0.1 p 1  10  6.31 for capacitance of more than 22000f, add 0.02 for every increase of 1000f. configuration    35 to   40        50 to   76     dimension table in next page.  

 348 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 1 )  4700 5600 6800 8200 10000 12000 15000 18000 22000 27000 33000 22    20 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 25    30 35    20 20    45 22    40 25    35 30    25 22    45 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 1.35 1.45 1.70 1.90 1.90 2.05 2.05 2.00 2.10 2.25 2.20 2.15 2.10 2.60 2.50 2.40 2.50 2.80 2.60 2.65 2.95 2.90 2.90 3.40 3.25 3.35 3.70 3.65 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.45 0.45 0.45 0.57 0.57 lkg1c472meszak lkg1c562mesyak lkg1c682mesaak lkg1c822mesyak lkg1c822meszak lkg1c103mesyak lkg1c103meszak lkg1c103mesaak lkg1c103mesbak lkg1c123mesyak lkg1c123meszak lkg1c123mesaak lkg1c123mescak lkg1c153mesyak lkg1c153meszak lkg1c153mesaak lkg1c153mesbak lkg1c183meszak lkg1c183mesaak lkg1c183mesbak lkg1c223mesaak lkg1c223mesbak lkg1c223mescak lkg1c273mesaak lkg1c273mesbak lkg1c273mescak lkg1c333mesbak lkg1c333mescak 16v(1c) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 2200 2700 3300 3900 4700 5600 6800 8200 10000 12000 15000 18000 22000 22    20 20    25 25    20 20    30 22    25 30    20 20    35 22    30 25    25 20    40 22    35 25    30 35    20 20    50 22    40 30    25 22    45 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 1.45 1.60 1.55 1.75 1.75 1.85 2.20 2.20 2.15 2.40 2.35 2.25 2.25 2.50 2.60 2.60 2.90 2.70 2.75 3.05 3.00 3.20 3.45 3.30 3.40 3.80 3.80 4.30 4.15 4.70 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1v222meszak lkg1v272mesyak lkg1v272mesaak lkg1v332mesyak lkg1v332meszak lkg1v392mesbak lkg1v472mesyak lkg1v472meszak lkg1v472mesaak lkg1v562mesyak lkg1v562meszak lkg1v562mesaak lkg1v562mescak lkg1v682mesyak lkg1v682meszak lkg1v682mesbak lkg1v822meszak lkg1v822mesaak lkg1v822mesbak lkg1v103mesaak lkg1v103mesbak lkg1v103mescak lkg1v123mesaak lkg1v123mesbak lkg1v123mescak lkg1v153mesbak lkg1v153mescak lkg1v183mesbak lkg1v183mescak lkg1v223mescak 35v(1v) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 12000 15000 22    20 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 20    45 22    40 25    30 30    25 35    20 20    50 22    45 25    35 22    50 25    40 30    30 35    25 25    45 30    35 30    40 35    30 30    45 35    35 35    40 35    50 1.55 1.70 1.65 1.85 1.85 2.00 2.00 1.95 2.05 2.25 2.20 2.45 2.35 2.50 2.35 2.45 2.75 2.60 2.70 2.90 2.90 3.00 2.85 3.30 3.25 3.55 3.65 4.00 4.00 4.35 4.70 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1h152meszak lkg1h182mesyak lkg1h182mesaak lkg1h222mesyak lkg1h222meszak lkg1h272mesyak lkg1h272meszak lkg1h272mesaak lkg1h272mesbak lkg1h332mesyak lkg1h332meszak lkg1h392mesyak lkg1h392meszak lkg1h392mesaak lkg1h392mesbak lkg1h392mescak lkg1h472mesyak lkg1h472meszak lkg1h472mesaak lkg1h562meszak lkg1h562mesaak lkg1h562mesbak lkg1h562mescak lkg1h682mesaak lkg1h682mesbak lkg1h822mesbak lkg1h822mescak lkg1h103mesbak lkg1h103mescak lkg1h123mescak lkg1h153mescak 50v(1h) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 3300 3900 4700 5600 6800 8200 10000 12000 15000 18000 22000 27000 33000 22    20 20    25 25    20 20    30 22    25 30    20 20    35 22    30 25    25 20    40 22    35 25    30 35    20 20    50 22    40 25    35 30    25 22    45 25    40 30    30 35    25 25    45 30    35 25    50 30    40 35    30 30    45 35    35 35    40 35    45 1.50 1.60 1.55 1.70 1.70 1.85 2.20 2.20 2.15 2.40 2.35 2.30 2.25 2.55 2.65 2.50 2.65 2.90 2.75 2.80 2.65 3.15 3.10 3.55 3.40 3.50 3.85 3.85 4.30 4.85 0.30 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.40 0.52 lkg1e332meszak lkg1e392mesyak lkg1e392mesaak lkg1e472mesyak lkg1e472meszak lkg1e562mesbak lkg1e682mesyak lkg1e682meszak lkg1e682mesaak lkg1e822mesyak lkg1e822meszak lkg1e822mesaak lkg1e822mescak lkg1e103mesyak lkg1e103meszak lkg1e103mesaak lkg1e103mesbak lkg1e123meszak lkg1e123mesaak lkg1e123mesbak lkg1e123mescak lkg1e153mesaak lkg1e153mesbak lkg1e183mesaak lkg1e183mesbak lkg1e183mescak lkg1e223mesbak lkg1e223mescak lkg1e273mescak lkg1e333mescak 25v(1e) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz   

 349 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 1 )  820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 22    20 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 25    30 35    20 20    50 22    40 25    35 30    25 22    45 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 35    50 1.30 1.45 1.65 1.90 1.90 2.05 2.00 2.00 2.05 2.25 2.20 2.15 2.10 2.40 2.45 2.35 2.50 2.80 2.60 2.70 2.85 2.85 3.00 3.20 3.10 3.20 3.45 3.40 3.90 3.75 4.20 4.80 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1j821meszak lkg1j102mesyak lkg1j122mesaak lkg1j152mesyak lkg1j152meszak lkg1j182mesyak lkg1j182meszak lkg1j182mesaak lkg1j182mesbak lkg1j222mesyak lkg1j222meszak lkg1j222mesaak lkg1j222mescak lkg1j272mesyak lkg1j272meszak lkg1j272mesaak lkg1j272mesbak lkg1j332meszak lkg1j332mesaak lkg1j332mesbak lkg1j392mesaak lkg1j392mesbak lkg1j392mescak lkg1j472mesaak lkg1j472mesbak lkg1j472mescak lkg1j562mesbak lkg1j562mescak lkg1j682mesbak lkg1j682mescak lkg1j822mescak lkg1j103mescak 63v(1j) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 25    30 20    45 22    40 30    25 35    20 22    45 25    35 30    30 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    45 35    40 35    45 35    50 1.70 1.65 1.80 1.85 1.95 1.95 1.90 2.00 2.20 2.15 2.10 2.45 2.35 2.40 2.50 2.70 2.75 2.55 2.80 3.00 3.25 3.15 3.20 3.45 3.40 3.85 3.75 4.10 4.65 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg1k821mesyak lkg1k821mesaak lkg1k102mesyak lkg1k102meszak lkg1k122mesyak lkg1k122meszak lkg1k122mesaak lkg1k122mesbak lkg1k152mesyak lkg1k152meszak lkg1k152mesaak lkg1k182mesyak lkg1k182meszak lkg1k182mesbak lkg1k182mescak lkg1k222meszak lkg1k222mesaak lkg1k222mesbak lkg1k272mesbak lkg1k272mescak lkg1k332mesaak lkg1k332mesbak lkg1k332mescak lkg1k392mesbak lkg1k392mescak lkg1k472mesbak lkg1k472mescak lkg1k562mescak lkg1k682mescak 80v(1k) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 20    30 22    25 20    35 22    30 25    25 30    20 20    40 20    45 22    40 25    30 30    25 35    20 20    50 22    45 25    35 22    50 25    40 30    30 35    25 25    45 30    35 35    30 30    40 35    35 30    50 35    40 35    50 1.70 1.75 1.85 1.85 1.80 1.90 2.05 2.30 2.20 2.35 2.20 2.30 2.65 2.55 2.60 2.85 2.85 2.90 2.75 3.20 3.20 3.00 3.55 3.25 3.75 4.30 4.50 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg2a681mesyak lkg2a681meszak lkg2a821mesyak lkg2a821meszak lkg2a821mesaak lkg2a821mesbak lkg2a102mesyak lkg2a122mesyak lkg2a122meszak lkg2a122mesaak lkg2a122mesbak lkg2a122mescak lkg2a152mesyak lkg2a152meszak lkg2a152mesaak lkg2a182meszak lkg2a182mesaak lkg2a182mesbak lkg2a182mescak lkg2a222mesaak lkg2a222mesbak lkg2a222mescak lkg2a272mesbak lkg2a272mescak lkg2a332mesbak lkg2a392mescak lkg2a472mescak 100v(2a) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz  

 350 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 2 )  2200 3300 3900 4700 5600 6800 8200 10000 12000 15000 18000 22000 27000 33000 20    20 22    20 20    25 25    20 20    30 22    25 30    20 20    35 22    30 25    25 20    40 22    35 25    30 35    20 20    50 22    40 25    35 30    25 22    50 25    40 30    30 35    25 25    45 30    35 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 1.10 1.50 1.55 1.55 1.75 1.75 1.85 2.20 2.20 2.15 2.40 2.40 2.30 2.25 2.65 2.65 2.45 2.50 2.75 2.75 2.75 2.60 3.10 3.10 3.50 3.40 3.45 3.80 3.80 4.25 4.25 4.50 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.45 0.45 0.57 lkg1c222mesybk lkg1c332meszbk lkg1c392mesybk LKG1C392MESABK lkg1c472mesybk lkg1c472meszbk lkg1c562mesbbk lkg1c682mesybk lkg1c682meszbk lkg1c682mesabk lkg1c822mesybk lkg1c822meszbk lkg1c822mesabk lkg1c822mescbk lkg1c103mesybk lkg1c103meszbk lkg1c103mesabk lkg1c103mesbbk lkg1c123meszbk lkg1c123mesabk lkg1c123mesbbk lkg1c123mescbk lkg1c153mesabk lkg1c153mesbbk lkg1c183mesabk lkg1c183mesbbk lkg1c183mescbk lkg1c223mesbbk lkg1c223mescbk lkg1c273mesbbk lkg1c273mescbk lkg1c333mescbk 16v(1c) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 12000 15000 18000 20    20 20    25 25    20 20    30 22    25 20    35 22    30 30    20 25    25 20    45 22    35 25    30 35    20 20    50 22    40 25    35 30    25 22    50 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 1.35 1.50 1.50 1.70 1.70 1.80 1.80 1.85 2.10 2.30 2.30 2.25 2.20 2.50 2.50 2.40 2.50 2.65 2.65 2.65 2.90 2.85 3.05 3.30 3.30 3.30 3.55 3.50 4.15 4.00 4.45 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1e182mesybk lkg1e222mesybk lkg1e222mesabk lkg1e272mesybk lkg1e272meszbk lkg1e332mesybk lkg1e332meszbk lkg1e332mesbbk lkg1e392mesabk lkg1e472mesybk lkg1e472meszbk lkg1e472mesabk lkg1e472mescbk lkg1e562mesybk lkg1e562meszbk lkg1e562mesabk lkg1e562mesbbk lkg1e682meszbk lkg1e682mesabk lkg1e682mesbbk lkg1e822mesabk lkg1e822mesbbk lkg1e822mescbk lkg1e103mesabk lkg1e103mesbbk lkg1e103mescbk lkg1e123mesbbk lkg1e123mescbk lkg1e153mesbbk lkg1e153mescbk lkg1e183mescbk 25v(1e) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 12000 15000 22    20 20    25 22    25 25    20 20    30 20    35 22    30 25    25 30    20 20    40 22    35 25    30 20    45 22    40 25    35 30    25 35    20 22    45 30    30 22    50 25    40 35    25 25    50 30    35 35    30 30    40 35    35 30    50 35    40 35    45 35    50 1.30 1.40 1.55 1.65 1.75 2.05 2.05 2.00 2.05 2.25 2.25 2.20 2.40 2.40 2.30 2.40 2.50 2.70 2.55 3.00 3.00 2.85 3.10 3.30 3.05 3.60 3.30 3.80 3.70 4.10 4.80 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1v122meszbk lkg1v152mesybk lkg1v182meszbk lkg1v182mesabk lkg1v222mesybk lkg1v272mesybk lkg1v272meszbk lkg1v272mesabk lkg1v272mesbbk lkg1v332mesybk lkg1v332meszbk lkg1v332mesabk lkg1v392mesybk lkg1v392meszbk lkg1v392mesabk lkg1v392mesbbk lkg1v392mescbk lkg1v472meszbk lkg1v472mesbbk lkg1v562meszbk lkg1v562mesabk lkg1v562mescbk lkg1v682mesabk lkg1v682mesbbk lkg1v682mescbk lkg1v822mesbbk lkg1v822mescbk lkg1v103mesbbk lkg1v103mescbk lkg1v123mescbk lkg1v153mescbk 35v(1v) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 22    20 20    25 25    20 20    30 22    25 20    35 22    30 30    20 25    25 20    45 22    35 25    30 35    20 20    50 22    45 25    35 30    25 22    50 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 35    50 1.00 1.50 1.50 1.65 1.65 1.80 1.80 1.80 2.15 2.35 2.35 2.30 2.25 2.45 2.45 2.50 2.60 2.80 2.80 2.80 3.00 3.00 3.15 3.40 3.30 3.35 3.60 3.60 4.10 3.95 4.40 5.05 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1h821meszbk lkg1h102mesybk lkg1h102mesabk lkg1h122mesybk lkg1h122meszbk lkg1h152mesybk lkg1h152meszbk lkg1h152mesbbk lkg1h182mesabk lkg1h222mesybk lkg1h222meszbk lkg1h222mesabk lkg1h222mescbk lkg1h272mesybk lkg1h272meszbk lkg1h272mesabk lkg1h272mesbbk lkg1h332meszbk lkg1h332mesabk lkg1h332mesbbk lkg1h392mesabk lkg1h392mesbbk lkg1h392mescbk lkg1h472mesabk lkg1h472mesbbk lkg1h472mescbk lkg1h562mesbbk lkg1h562mescbk lkg1h682mesbbk lkg1h682mescbk lkg1h822mescbk lkg1h103mescbk 50v(1h) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz   

 351 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 2 )  820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 25    30 20    45 22    40 30    25 35    20 22    45 25    35 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    50 1.65 1.65 1.85 1.85 1.95 1.95 1.90 1.95 2.15 2.15 2.10 2.35 2.35 2.35 2.45 2.70 2.75 2.50 2.80 2.75 2.95 3.20 3.20 3.15 3.35 3.35 3.80 4.35 4.60 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.30  lkg1j821mesybk lkg1j821mesabk lkg1j102mesybk lkg1j102meszbk lkg1j122mesybk lkg1j122meszbk lkg1j122mesabk lkg1j122mesbbk lkg1j152mesybk lkg1j152meszbk lkg1j152mesabk lkg1j182mesybk lkg1j182meszbk lkg1j182mesbbk lkg1j182mescbk lkg1j222meszbk lkg1j222mesabk lkg1j222mesbbk lkg1j272mesabk lkg1j272mesbbk lkg1j272mescbk lkg1j332mesabk lkg1j332mesbbk lkg1j332mescbk lkg1j392mesbbk lkg1j392mescbk lkg1j472mesbbk lkg1j562mescbk lkg1j682mescbk 63v(1j) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 2700 3300 20    40 22    35 25    30 20    45 22    40 30    25 35    20 22    45 25    35 22    50 25    40 30    30 35    25 25    50 30    35 35    30 30    40 35    35 30    50 35    40 35    45 35    50 2.15 2.15 2.10 2.40 2.40 2.35 2.45 2.70 2.75 3.00 2.75 3.05 2.90 3.20 3.40 3.20 3.70 3.40 3.95 3.80 4.30 4.95 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg2a681mesybk lkg2a681meszbk lkg2a681mesabk lkg2a821mesybk lkg2a821meszbk lkg2a821mesbbk lkg2a821mescbk lkg2a102meszbk lkg2a102mesabk lkg2a122meszbk lkg2a122mesabk lkg2a122mesbbk lkg2a122mescbk lkg2a152mesabk lkg2a152mesbbk lkg2a152mescbk lkg2a182mesbbk lkg2a182mescbk lkg2a222mesbbk lkg2a222mescbk lkg2a272mescbk lkg2a332mescbk 100v(2a) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 20    35 22    30 25    25 30    20 20    45 22    35 25    30 35    20 20    50 22    40 25    35 30    25 22    50 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 35    50 2.05 2.05 2.00 2.05 2.20 2.20 2.15 2.10 2.45 2.45 2.30 2.40 2.60 2.65 2.65 2.85 2.85 3.00 3.25 3.15 3.25 3.60 3.55 4.10 3.95 4.35 4.85 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg1k821mesybk lkg1k821meszbk lkg1k821mesabk lkg1k821mesbbk lkg1k102mesybk lkg1k102meszbk lkg1k102mesabk lkg1k102mescbk lkg1k122mesybk lkg1k122meszbk lkg1k122mesabk lkg1k122mesbbk lkg1k152meszbk lkg1k152mesabk lkg1k152mesbbk lkg1k182mesabk lkg1k182mesbbk lkg1k182mescbk lkg1k222mesabk lkg1k222mesbbk lkg1k222mescbk lkg1k272mesbbk lkg1k272mescbk lkg1k332mesbbk lkg1k332mescbk lkg1k392mescbk lkg1k472mescbk 80v(1k) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz  

 352 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 3 )  1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 10000 12000 20    20 22    20 20    25 25    20 22    25 20    30 30    20 20    35 25    25 20    40 25    30 35    20 20    50 22    45 25    35 30    25 22    50 25    40 30    30 35    25 25    45 30    35 25    50 30    40 35    30 30    45 35    35 35    40 35    45 0.90 0.95 1.10 1.10 1.20 1.35 1.35 1.75 1.75 2.00 2.00 1.95 2.30 2.30 2.35 2.35 2.75 2.70 2.70 2.60 2.90 2.90 3.20 3.20 3.15 3.35 3.30 3.50 3.70 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg1c102mesyck lkg1c122meszck lkg1c152mesyck lkg1c152mesack lkg1c182meszck lkg1c222mesyck lkg1c222mesbck lkg1c272mesyck lkg1c272mesack lkg1c332mesyck lkg1c332mesack lkg1c332mescck lkg1c392mesyck lkg1c392meszck lkg1c392mesack lkg1c392mesbck lkg1c472meszck lkg1c472mesack lkg1c472mesbck lkg1c472mescck lkg1c562mesack lkg1c562mesbck lkg1c682mesack lkg1c682mesbck lkg1c682mescck lkg1c822mesbck lkg1c822mescck lkg1c103mescck lkg1c123mescck 16v(1c) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 20    25 25    20 20    30 22    25 20    35 22    30 25    25 30    20 20    40 22    35 25    30 20    45 22    40 30    25 35    20 20    50 22    45 25    35 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 35    50 0.85 0.85 1.05 1.00 1.45 1.45 1.40 1.40 1.55 1.55 1.50 1.80 1.75 1.75 1.70 2.00 1.95 1.95 1.95 2.35 2.30 2.30 2.70 2.70 2.65 3.00 3.00 3.55 3.55 3.80 4.15 0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  lkg1v821mesyck lkg1v821mesack lkg1v102mesyck lkg1v102meszck lkg1v122mesyck lkg1v122meszck lkg1v122mesack lkg1v122mesbck lkg1v152mesyck lkg1v152meszck lkg1v152mesack lkg1v182mesyck lkg1v182meszck lkg1v182mesbck lkg1v182mescck lkg1v222mesyck lkg1v222meszck lkg1v222mesack lkg1v222mesbck lkg1v272mesack lkg1v272mesbck lkg1v272mescck lkg1v332mesack lkg1v332mesbck lkg1v332mescck lkg1v392mesbck lkg1v392mescck lkg1v472mesbck lkg1v472mescck lkg1v562mescck lkg1v682mescck 35v(1v) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 20    30 22    25 22    30 25    25 30    20 20    35 20    40 25    30 30    25 35    20 20    50 22    45 25    35 30    30 22    50 25    40 35    25 25    50 30    35 35    30 30    45 35    35 30    50 35    40 35    45 35    50 1.05 1.00 1.40 1.35 1.35 1.80 1.95 1.95 1.90 1.90 2.20 2.20 2.15 2.15 2.45 2.45 2.40 2.65 2.60 2.60 3.00 2.95 3.30 3.25 3.50 3.90 0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  lkg1h681mesyck lkg1h681meszck lkg1h821meszck lkg1h821mesack lkg1h821mesbck lkg1h102mesyck lkg1h122mesyck lkg1h122mesack lkg1h122mesbck lkg1h122mescck lkg1h152mesyck lkg1h152meszck lkg1h152mesack lkg1h152mesbck lkg1h182meszck lkg1h182mesack lkg1h182mescck lkg1h222mesack lkg1h222mesbck lkg1h222mescck lkg1h272mesbck lkg1h272mescck lkg1h332mesbck lkg1h332mescck lkg1h392mescck lkg1h472mescck 50v(1h) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 5600 6800 8200 20    20 22    20 25    20 20    25 20    30 30    20 20    35 25    25 20    40 22    35 25    30 30    25 35    20 20    50 22    45 25    35 22    50 25    40 30    30 35    25 25    45 30    35 30    40 35    30 30    45 35    35 35    40 35    45 0.65 0.75 0.95 1.20 1.30 1.30 1.60 1.55 1.85 1.85 1.80 1.80 1.75 2.20 2.20 2.15 2.50 2.45 2.40 2.45 2.80 2.80 3.25 3.15 3.50 3.50 3.80 4.00 0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  lkg1e681mesyck lkg1e821meszck lkg1e102mesack lkg1e122mesyck lkg1e152mesyck lkg1e152mesbck lkg1e182mesyck lkg1e182mesack lkg1e222mesyck lkg1e222meszck lkg1e222mesack lkg1e222mesbck lkg1e222mescck lkg1e272mesyck lkg1e272meszck lkg1e272mesack lkg1e332meszck lkg1e332mesack lkg1e332mesbck lkg1e332mescck lkg1e392mesack lkg1e392mesbck lkg1e472mesbck lkg1e472mescck lkg1e562mesbck lkg1e562mescck lkg1e682mescck lkg1e822mescck 25v(1e) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz   

 353 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( snap-in   terminal    type :  grade type- 3 )  680 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 20    30 22    25 30    20 20    35 22    30 25    25 20    40 22    35 25    30 20    45 22    40 30    25 35    20 22    45 25    35 22    50 25    40 30    30 35    25 25    45 30    35 30    45 35    30 30    50 35    35 35    40 35    50 1.75 1.75 1.90 1.90 1.90 1.85 2.10 2.05 2.00 2.35 2.25 2.20 2.30 2.60 2.65 2.90 2.90 2.90 2.75 3.25 3.20 3.30 3.65 3.80 4.00 4.30 4.50 0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  lkg1j681mesyck lkg1j681meszck lkg1j681mesbck lkg1j821mesyck lkg1j821meszck lkg1j821mesack lkg1j102mesyck lkg1j102meszck lkg1j102mesack lkg1j122mesyck lkg1j122meszck lkg1j122mesbck lkg1j122mescck lkg1j152meszck lkg1j152mesack lkg1j182meszck lkg1j182mesack lkg1j182mesbck lkg1j182mescck lkg1j222mesack lkg1j222mesbck lkg1j272mesbck lkg1j272mescck lkg1j332mesbck lkg1j332mescck lkg1j392mescck lkg1j472mescck 63v(1j) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 22    45 25    35 22    50 25    40 30    30 35    25 25    50 30    35 35    30 30    40 35    35 30    50 35    40 35    45 35    50 2.65 2.70 3.00 3.00 3.00 2.85 3.10 3.30 3.05 3.60 3.30 3.90 3.75 4.15 4.75 0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  lkg2a681meszck lkg2a681mesack lkg2a821meszck lkg2a821mesack lkg2a821mesbck lkg2a821mescck lkg2a102mesack lkg2a102mesbck lkg2a102mescck lkg2a122mesbck lkg2a122mescck lkg2a152mesbck lkg2a152mescck lkg2a182mescck lkg2a222mescck 100v(2a) rated ripple (arms) tan    code size  d    l(mm) cap. (f) 680 820 1000 1200 1500 1800 2200 2700 3300 20    45 22    35 25    30 20    50 22    40 25    35 30    25 35    20 22    50 25    40 30    30 25    45 30    35 35    25 25    50 30    40 35    30 30    45 35    35 30    50 35    40 35    45 35    50 2.10 2.25 2.15 2.40 2.45 2.35 2.40 2.55 2.60 2.60 2.60 2.85 2.80 2.95 3.30 3.20 3.25 3.55 3.50 4.05 3.90 4.45 5.05 0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  0.20  lkg1k681mesyck lkg1k681meszck lkg1k681mesack lkg1k821mesyck lkg1k821meszck lkg1k821mesack lkg1k821mesbck lkg1k821mescck lkg1k102meszck lkg1k102mesack lkg1k102mesbck lkg1k122mesack lkg1k122mesbck lkg1k122mescck lkg1k152mesack lkg1k152mesbck lkg1k152mescck lkg1k182mesbck lkg1k182mescck lkg1k222mesbck lkg1k222mescck lkg1k272mescck lkg1k332mescck 80v(1k) rated ripple (arms) tan    code size  d    l(mm) cap. (f) rated ripple current (arms) at 85c 120hz  

 354 aluminum  electrolytic  capacitors cat.8100e lkg dimensions ( lug   terminal    type :  grade type- 1 )  dimensions ( lug   terminal    type :  grade type- 2 )  dimensions ( lug   terminal    type :  grade type- 3 )  50v(1h) 63v(1j) 80v(1k) 100v(2a) 22000 15000 22000 10000 15000 22000 6800 10000 15000 22000 40    68 40    68 40    100 40    68 40    100 50    100 40    68 40    100 50    100 63    80 5.40 5.60 6.60 5.40 6.50 7.80 5.10 6.00 7.40 9.70 0.30  0.30  0.30  0.25 0.25 0.25 0.25 0.25 0.25 0.25 lkg1h223mknf lkg1j153mknf lkg1j223mknf lkg1k103mknf lkg1k153mknf lkg1k223mkzf lkg2a682mknf lkg2a103mknf lkg2a153mkzf lkg2a223mkzf size  d    l(mm) rated ripple (arms) tan    code cap. (f) rated voltage (v)(code) 50(1h) 63(1j) 80(1k) 100(2a) 10000 15000 22000 6800 10000 15000 22000 6800 10000 15000 22000 6800 10000 15000 22000 35    80 40    80 50    80 35    68 40    80 40    100 50    100 40    100 50    80 50    100 63    100 50    80 50    100 63    80 76    100 4.60 6.10 8.30 4.30 4.90 6.70 9.10 6.10 6.20 8.40 11.6 6.20 6.90 8.70 12.9 0.30  0.30  0.30  0.30  0.30  0.30  0.30  0.25 0.25 0.25 0.25 0.25 0.25 0.25 0.25 l k g 1 h 1 0 3 m k n l k g 1 h 1 5 3 m k n l k g 1 h 2 2 3 m k z l k g 1 j 6 8 2 m k n l k g 1 j 1 0 3 m k n l k g 1 j 1 5 3 m k n l k g 1 j 2 2 3 m k z l k g 1 k 6 8 2 m k n l k g 1 k 1 0 3 m k z l k g 1 k 1 5 3 m k z l k g 1 k 2 2 3 m k z l k g 2 a 6 8 2 m k z l k g 2 a 1 0 3 m k z l k g 2 a 1 5 3 m k z l k g 2 a 2 2 3 m k z size  d    l(mm) rated ripple (arms) tan    code cap. (f) rated voltage (v)(code) 50(1h) 63(1j) 80(1k) 100(2a) 6800 10000 15000 22000 6800 10000 15000 22000 6800 10000 15000 22000 6800 10000 15000 40    80 40    100 50    100 63    80 40    100 50    80 63    80 63    100 50    80 63    80 63    100 76    100 50    100 63    100 76    100 5.50 6.10 8.40 10.5 6.10 6.20 8.70 11.6 6.70 7.60 10.1 13.7 7.30 8.30 11.3 0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.22  0.20  0.20  0.20  0.20  0.20  0.20  0.20  lkg1h682mkns lkg1h103mkns lkg1h153mkzs lkg1h223mkzs lkg1j682mkns lkg1j103mkzs lkg1j153mkzs lkg1j223mkzs lkg1k682mkzs lkg1k103mkzs lkg1k153mkzs lkg1k223mkzs lkg2a682mkzs lkg2a103mkzs lkg2a153mkzs size  d    l(mm) rated ripple (arms) tan    code cap. (f) rated voltage (v)(code) rated ripple current (arms) at 85c 120hz   
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