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		  Datasheet File OCR Text:


		                                                                                                              d esign  d ata    case:  hermetically sealed glass package per mil- prf-19500/241 do-35 outline   lead material:  copper clad steel    lead finish:  tin/lead   thermal impedance (z  jx ):  70  c/w maximum   marking:  blue body coat, black digits.   polarity:  cathode end is banded.     m aximum  r atings   at  25   c     operating temperature:    -65  c to +175  c  storage temperature:    -65  c to +175  c  surge current a, sine 1s:    500ma  surge current a, sine 1us:    4a  total power dissipation:    500mw  operating  current:    150ma,  t a = +25  c  derating  factor:    1ma/  c above +25  c  d.c. reverse voltage (vrwm):  125v     f eatures    ?   1n3595-1  available in  jan, jantx, and jantxv  per mil-prf- 19500/241   ?   s witching  d iode   ?   m etallurgically  b onded   ?   h ermetically  s ealed   ?   d ouble  p lug  c onstruction       dc   e lectrical  c haracteristics  v f i r v br ambient (  c)  i f ma  min  v  max  v  ambient  (  c)  v r v (dc) min  a  max  a  ambient  (  c)  i r  a  min v  max  v  25 1 0.52 0.68 25 125 - 0.001  -55 100 150 -  25 5 0.60 0.75 150 125 - 3.000  25 10 0.65 0.80 25 50 0.74 0.88 25 100 0.79 0.92 25 200 0.83 1.00   ac   e lectrical  c haracteristics at  25  c     symbol  min  max  capacitance  @ 0v   pf  - 8.0   t rr  @ i f  =10ma,                    vr=35v   usec  - 3.0     i reland -  g ort   r oad ,  e nnis,  c o.  c lare    phone:   +353 65 6840044    toll free:  +186 62 702434    fax:   +353 65 6822298    u.s.a.   d omestic  s ales  c ontact     phone:   (617) 926 0404    toll free:  1 800 666 2999  www.microsemi.com    1n3595- 1  downloaded from:  http:///
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