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		  Datasheet File OCR Text:


		  50 ?        10 inch     dc to 18 ghz  coaxial cable rev. b m167677 141-10NM+ td/cp 180504 typical performance data 141-10NM+ insertion loss 0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0 3000 6000 9000 12000 15000 18000 frequency (mhz) insertion loss (db) frequency (mhz) insertion loss (db) return loss (db) n-male n-male 141-10NM+ return loss 0 10 20 30 40 50 60 70 0 3000 6000 9000 12000 15000 18000 frequency (mhz) return loss (db) n-male n-male 141-10NM+     10.0  0.03  47.04 54.62  1000.0  0.12  36.59  36.63  1500.0  0.15  34.92  35.16  2500.0  0.20  50.91  55.95  4000.0  0.25  29.85  30.11  5000.0  0.28  34.59  34.49  6000.0  0.31  35.17  40.80  7000.0  0.34  36.18  35.98  8000.0  0.36  41.58  40.60  9000.0  0.40  28.47  28.51  10000.0  0.41  30.73  32.67  12000.0  0.47  25.67  25.67  14000.0  0.52  25.15  28.16  16000.0  0.60  20.18  19.47  18000.0  0.61  22.65  26.45 outline dimensions  (     ) inch mm case style: kq1637-10 1. unjacketed cable also available upon request. 2. custom sizes available, consult factory. cable construction outline drawing a b c1 c2 d 10.00 0.88 0.750 0.375 0.88 254.00 22.352 19.05 9.53 22.35 e1 e2 f t wt 0.750 0.375 .163.004 0.10 grams 19.05 9.53 4.140.10 2.54 73.43 hand tm typical bending capability features ?  wideband frequency coverage, dc to 18 ghz ?   low loss, 0.60 db at 18 ghz ?  excellent return loss, 25 db at 18 ghz ?   hand formable to almost any custom shape without   special bending tools ?  8mm bend radius for tight installations ?  anti-torque nut prevents cable stress during installation ?  insulated outer jacket standard 1 ?  ideal for interconnect of assembled systems applications ?   replacement for custom bent 0.141" semi-rigid cables ?  communication receivers and transmitters ?  military and aerospace system ?  environmental and test chambers maximum ratings  operating temperature    -55c to 105c storage temperature    -55c to 105c power handling at 25c,   546w  at  0.5 ghz sea level   387w  at  1 ghz   273w  at   2 ghz   156w   at   6 ghz   121w  at  10 ghz   90w  at  18 ghz permanent damage may occur if any of these limits are exceeded. electrical specifcations at 25c parameter condition (ghz) min. typ. max. units frequency range dc 18 ghz length 10 inches insertion loss dc - 2  0.08 0.37 db 2 - 6  0.25 0.67 6 - 12  0.39 0.89 12 - 18  0.53 1.25 return loss dc - 2 23 45  db 2 - 6 23 35  6 - 12 17 32  12 - 18 17 27  connectors model n-male 141-10NM+ center conductor: silver plated copper clad steel               dialectric: solid ptfe outer shield: copper braid, tin soaked jacket: fep, blue (unjacketed cable also available    upon request) connectors:  coupling nut: brass, nickel plated     body: brass, nickel plated     center pin: brass, gold plated  notes a.  performance and quality attributes and conditions not expressly stated in this specifcation document are intended to be excluded and do not form a part of this specifcation document.  b.  electrical specifcations and performance data contained in this specifcation document are based on mini-circuits applicable established test performance criteria and measurement instructions.  c.  the parts covered by this specifcation document are subject to mini-circuits standard limited warranty and terms and conditions (collectively, standard terms); purchasers of this part are entitled       to the rights and benefts contained therein. for a full statement of the standard terms and the exclusive rights and remedies thereunder, please visit mini-circuits website at www.minicircuits.com/mclstore/terms.jsp mini-circuits ? www.minicircuits.com     p.o. box 350166, brooklyn, ny 11235-0003  (718) 934-4500  sales@minicircuits.com    +rohs compliant the +suffix identifies rohs compliance. see our web site  for rohs compliance methodologies and qualifications
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