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		  Datasheet File OCR Text:


		  adam-6117 adam-6124 specifcations analog input       ? channels  8 (differential)   ? input impedance  > 10 m (voltage)  120  (current)   ? lnput type                 mv, v, ma   ? lnput range  150 mv, 500 mv, 1 v   5 v, 10 v, 0~20 ma,    4~20 ma, 20 ma   ? span drift   30 ppm/c   ? zero drift   6 v/c   ? resolution                   16-bit    ? accuracy   0.1% of fsr (current) at 25c   0.2% of fsr (current) at 25c   ? sampling rate            10 sample/second (total)   ? cmr @ 50/60 hz        92 db   ? nmr @ 50/60 hz        67 db   ? high common mode   200 v dc ordering information   ? adam-6117ei  8-ch isolated ai ethernet/ip module   ? adam-6117pn  8-ch isolated ai profinet module 8-ch isolated analog input real-time  ethernet module 4-ch analog output real-time ethernet  module specifcations analog output   ? channels  4   ? output impedance  2.1    ? output settling time   20 s   ? driving load  voltage: 2k   current: 500    ? programmable    0.125 ~ 128 ma/sec  output slope  0.0625 ~ 64 v/sec    ? output type   v, ma   ? output range  0 ~ 5 v, 0 ~ 10 v,  5 v,  10 v   0 ~ 20 ma, 4 ~ 20 ma   ? accuracy  0.3% of fsr (voltage) at 25c   0.5% of fsr (current) at 25c   ? resolution  12-bit   ? current load resistor  0 ~ 500    ? drift   50 ppm/c digital input   ? channels  4 (dry contact only)   ? dry contact   logic 0: open  logic 1: closed to dgnd ordering information   ? ADAM-6124PN  4-ch isolated analog output profinet module common specifcations general    ? lan  10/100base-t(x)   ? power consumption    adam-6117: 3.5 w @ 24 v dc   adam-6124: 6 w @ 24 v dc   ? connectors  2 x rj-45 lan (daisy chain)  plug-in screw terminal block (i/o and power)   ? watchdog               system (1.6 second)    ? power input  10 ~ 30 v dc protection   ? isolation protection  2,500 v dc   ? built in tvs/esd protection   ? power reversal protection environment   ? operating temperature   -10 ~ 70c (14 ~ 158f)   ? storage temperature     -20 ~ 80c (-4 ~ 176f)   ? operating humidity       20 ~ 95% rh (non-condensing)   ? storage humidity          0 ~ 95% rh (non-condensing) adam-6117 adam-6124 rohs compliant 2002/95/ec rohs compliant 2002/95/ec  www.advantech.com/products online download  all product specifications are subject to change without notice  last updated : 19-mar-2014
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