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	  bauar sicherheit egel ge ma t gepruft od be www. id 2000000000 tuv.com wac g os 5     

 specification 600w single output battery charger HEP-600C series file name:HEP-600C-spec   2017-07-14 HEP-600C-12 HEP-600C-24 HEP-600C-48 model boost charge  voltage v boost float charge  voltage v float output current battery type recommended battery capacity(amp hours) (note 3) output voltage range frequency range input environment inrush current (typ.) leakage current over temperature working temp. working humidity storage temp., humidity temp. coefficient vibration over voltage protection ac current (typ.) 14.4v 28.8v 57.6v 13.6v 11.5 ~ 15.1v 17.5 ~ 35a 35a open & sealed lead acid 135 ~ 400ah 27.2v 23 ~ 30.2v 10.5 ~ 21a 54.4v 46.1 ~ 60.5v 5.2 ~ 10.5a 21a 10.5a 70 ~ 210ah 35 ~ 105ah 90 ~ 305vac          127 ~ 431vdc 47 ~ 63hz 93.5% 94.5% 95.5% 7a / 115vac          3.3a / 230vac          2.9a / 277vac %
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b(*%,&  power factor (typ.) pf>0.98/115vac, pf>0.95/230vac, pf>0.93/277vac at full load i/p-o/p:3.75kvac     i/p-fg:2kvac     o/p-fg:1.5kvac i/p-o/p, i/p-fg, o/p-fg:100m ohms / 500vdc / 25 / 70% rh  safety standards mtbf dimension others packing compliance to en55032 (cispr32), radiation class a, conduction class b, en61000-3-2 ,-3 compliance to en61000-4-2,3,4,5,6,8,11, en55024, light industry level,  criteria a ul60950-1, tuv en60950-1 approved 73.1k hrs min.      mil-hdbk-217f (25 )  280*144*48.5mm (l*w*h) 3.9kg; 4pcs/16.6kg/0.9cuft safety & emc ( note.4) emc immunity emc emission withstand voltage isolation resistance voltage adj. range current adj. range efficiency (typ.) cold start 70a(t =1010  s measured at 50% i ) at 230vac width peak protection type : shut down o/p voltage, re-power on to recover shut down o/p voltage, re-power on to recover function remote on/off control 5v standby power on : "hi" >2 ~ 5v or open circuit       power off :  "low"  state factory default value: v boost constant current 14.4v 35a HEP-600C-12 28.8v 21a HEP-600C-24 v float 13.6v 27.2v stage 3 v float 100% green boost 10% 50% 57.6v 10.5a HEP-600C-48 54.4v charging curve charge current constant current stage 1 stage 2 constant voltage start charge voltage red yellow v derating curve static characteristics load (%) -40 -25 -10 0 15 30 50 60 70 20 40 60 80 100 (horizontal) ambient temperature ( )  pwm control power switching circuit detection +5vsb fosc : 70khz detection pwm & pfc circuit o.l.p. emi filter rectifiers power switching filter filter & & rectifiers rectifiers +v +5vsb -v i/p fg control o.v.p. & o.l.p. pfc circuit pfc control ps/on control ps/on 55 90 115 125 135 145 155 165 175 180 200 230 305 100 90 80 70 60 50 40 load (%) input voltage (v) 60hz color of led loading indicator 600w single output battery charger HEP-600C series file name:HEP-600C-spec   2017-07-14 block diagram

 mechanical specification case no.228a unit:mm ac input terminal pin no. assignment dc output terminal pin no. assignment pin no. pin no. pin no. 1 1 4,5 3 22 3 6,7 assignment assignment assignment ac/l rc- & gnd +5v sb +v rc+ -v ac/n fg 144  t case: max. case temperature. io adj. vo adj. 5.7 8.9 11 11 9.25 113 9.25 13.4 253.2 280 7 5.7 268.6 ? 64pl 1 2 3 i/p 1 2 3 4 5 6 7 o/p led 21max. 21max. 48.5 7 600w single output battery charger HEP-600C series file name:HEP-600C-spec   2017-07-14 126.6 47 tcase  output voltage and constant current level can be adjusted through internal potentiometer. (can access by removing the rubber stopper on the case.)
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