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		  Datasheet File OCR Text:


		  product  information supports rip, ospf, layer 3 routing protocols 24 gigabit ethernet ports up to 8 optical fber connections (sc/st) fanless, -40 to +85c operating temperature range universal 110/220vadc power supply range features product  information henrich electronics corporation main offce tel: 860-487-9869 fax: 860-487-9478 www.henrich-inc.com MX6024GL series he0001du1034ds - 1/3 ?2013 henrich corporation. all rights reserved MX6024GL series compliant with iec61850-3 and ieee1613 24g-port rackmount layer 3 full gigabit managed  ethernet switches

 the MX6024GL is a high-performance layer 3 ethernet switch designed for network routing. the improved hardware technology built into the  MX6024GL replaces the software logic used by traditional routers, offering better performance, and making the switch ideal for large scale  local area networks (lans). in addition to layer 3 features, the MX6024GL also supports advanced management and security features, in  order to meet the demands of any industrial application. introduction tel: 860-487-9869                                                                                                                                                               www.henrich-inc.com MX6024GL series he0001du1034ds - 2/3 ?2013 henrich corporation. all rights reserved optical fiber mode  multi-mode  single mode  transmission distance 2km 20km centre wavelength 1310nm 1310nm cable size 62.5/125um 9/125um tx power(dbm) -20~-10dbm -15~-8dbm rx power(dbm) < -32dbm < -32dbm transmission rate 100mbps 100mbps specifcations technology standard :  ieee802.3, 802.3u, 802.3z, 802.3ab,  processing type : store and forward broadcast storm : automatic broadcast storm control management : by web browser ringon : recovery time within 15ms flow control : ieee802.3x flow control, back pres - sure flow control protocols : igmp snooping, gmrp, snmpv1/v2c/ v3, dhcp client, http, https, telnet,  ntp client software functions : l3 functions  ? static ip routing  ? ospfv1/v2 ? ripv1/v2 ? vrrp ? igmp v2/v3 multicast listener    protocol  ? firewall , nat and port mapping  ? file sharing based on the samba    service ? ftp service based on stupid-   ftp ? ssh secure access service    based on openssh ? add access, control web  l2 functions  ? ieee 802.1q static vlan and    vlan label  ? link layer management protocol    (lldp) ? ieee 802.1w rapid spanning    tree protocol (rstp) ? igmp snooping ? ringon? redundant technology,    recovery time  ordering information  MX6024GL series MX6024GL-vhw  layer 3 rackmount managed, 24 x gigabit copper port, industrial  wide temperature -40c to +85c,  power input 120~370vdc or 85~264vac   MX6024GL-8sc-vhw  layer 3 rackmount managed, 16 x gigabit copper port, 8 x 100mbps multi-mode fiber port with sc  connectors, 2km, multi mode dual fiber, sc interface, industrial wide temperature -40c to +85c,  power input 120~370vdc or 85~264vac   MX6024GL-8ssc-vhw  layer 3 rackmount managed, 16 x gigabit copper port, 8 x 100mbps single-mode fiber port with  sc connectors, 20km, industrial wide temperature -40c to +85c, power input 120~370vdc or  85~264vac   MX6024GL-8st-vhw   layer 3 rackmount managed, 16 x gigabit copper port, 8 x 100mbps multi-mode fiber port with  st connectors, 2km, industrial wide temperature -40c to +85c, power input 120~370vdc or  85~264vac   MX6024GL-8sst-vhw   layer 3 rackmount managed, 16 x gigabit copper port, 8 x 100mbps single-mode fiber port with  st connectors, 20km, industrial wide temperature -40c to +85c, power input 120~370vdc or  85~264vac   tel: 860-487-9869                                                                                                                                                               www.henrich-inc.com MX6024GL series he0001du1034ds - 3/3 ?2013 henrich corporation. all rights reserved
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