

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						67078			148CC			2SK374			AM7333P			XMT16			NW522			B230A			MC741			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BZY83-C12 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  c^/vs , o ne. 20 stern ave. springfield, new jersey 07081 u.s.a. telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 bzy88c8v1 bzy88c33v dimensions in mm. (inches) do-3s (glass) (2.401) mounting instructions 1. min. distance from body to soldering point, 2mm. 2. max. solder temperature, 300c. 3. max. soldering time, 3 sec. 4. do not bend lead at a point closer than 1,3 mm. to the body. voltage 8.1 to 33v. power 0.8 w standard voltage tolerance is  5 % ? low cost ? do-3s glass case ? terminals: axial leads ? polarity; color band denotes cathode maximum ratings, according to iec publication no. 134 p,c, pzsm t] t* power dissipation at tamb = 25 c non repetitive peak zener dissipation (t, = 25 c, t = 1 ms) max. operating temperature storage temperature range boomw 12 w 175c -socto+17sc electrical characteristics at tamb = 28c vf r*j-? max. forward voltage drop at ip = 200 ma max. thermal resistance at; 8 mm. lead length 1,2v 0,30c/mw nj semi-conductors reserves the right to change test conditions, parameter limits and package dimensions without notice. information furnished by nj semi-conductors is believed to be both accurate and reliable at the time of going to press. however, nj semi-conductors assumes no responsibility for any errors or omissions discovered in its use. nj semi-conductors encourages customers to verify that datasheets are current before placing orders. quality semi-conductors

 tw? bzy88-csv1 bzy88-c8v8 bzyb8-c6v3 bzy88-c6v8 bzyse-czvs bzyb8'c8v2 bzy86-c8vi bzy8b-c10 bzy88-c11 BZY83-C12 bzy88-c13 bzy68-c1s bzyw.c16 bzybs-cie bzy88-cjo bzy88-c22 bzyb8-c24 bzy88-c37 b2ybb-g30 bzybfl-c33 zener voltage range at 1,= 8ma vi (v) 48-8.4 8.3-6.0 s3-b.6 6.4-j.2 7.0-7.9 7.7-87 8s-96 9.4-108 10-4-11,6 1 1.4-147 124-14.1 138-15.6 15.3-17.1 ir8-lal ? lae-ai.z 20.6-23.3 22.8-25.6 2s.i-28.9 28-32 31-3s maximum z?k tt, (0) 78 89 27 13 is 20 35 29 35 35 35 33 40 45 so 60 75 85 98 120 si impedance "i (ma) 5 5 5 3 6 s s 5 3 s s s 6 8 5 9 5 s s 5 tvpical tempaiatuie coefficient cmv/'o - 1.2 - 02 + 2 ?f 32 + 12 + s + 6 7 87 9 104 ?as 13 13 17 + 19 + 21 + 238 + 26 + 28 maxunuir leakaoa i. (m? 1 1 1 1 as 0.4 0.4 25 2.8 25 2.5 25 28 23 is 2.5 18 is 2.6 2.6 revene cuirent ?iv, cv) 2 2 2 3 3 3 5 7 7 8 9 10 10 13 14 18 17 19 21 23




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of BZY83-C12 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























