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		  Datasheet File OCR Text:


		                        gps   and glonass   patch   a ntenna   page  1   of  2   rpa - p b2 - g - 005       r a l t r o n   e l e c t r o n i c s   ?   1 0 4 0 0   n .w .   3 3 rd   s t r e e t   ?   m i a m i ,   f l o r i d a   3 3 1 7 2   ?   u . s . a .   telephone:   +1 - 305 - 593 - 6033    ?     fax:  +1 - 305 - 594 - 3973    ?     e - mail: sales@raltron.com    ?     web: http://www.raltron.com                                                                                                                                                                                                                                                                                                             ?   electrical specification s                                                                                           ?   dimensions                                                                                      dimensions :   mm                                                                   recommended land pattern             specifications   specifications   unit   receiving frequency  range   1575     1.023   mhz   center  frequency (with  12 x2 0 mm   gnd plane)   1575      2 .00   mhz   bandwidth (return loss  - 6db   max) , min   5.00   mhz   vswr (in center frequency), max   2   -   gain (zenith , with 70x70mmgnd plane ), typ   - 3 . 5   db i c   polarization                           rhcp   -   impedance   50   ?   frequency temperature coefficient   0     10   ppm/?c   operating temperature range   - 40  ~ +85   ?c   storage temperature range      - 40  ~ +110   ?c   soldering temperature, max (10 s)   240   ?c  

                       gps   and glonass   patch   a ntenna   page  2   of  2   rpa - p b2 - g - 005       r a l t r o n   e l e c t r o n i c s   ?   1 0 4 0 0   n .w .   3 3 rd   s t r e e t   ?   m i a m i ,   f l o r i d a   3 3 1 7 2   ?   u . s . a .   telephone:   +1 - 305 - 593 - 6033    ?     fax:  +1 - 305 - 594 - 3973    ?     e - mail: sales@raltron.com    ?     web: http://www.raltron.com       ?   frequency characteristics                   ?       approval     raltron   drawn by:   lp, dec tember 1 2 , 2016   approved by:   cp,  dec ember 14 , 2016   revision:   a, initial release                     raltron electronics / rami technology usa, llc, including its affiliates, employees, agents and other persons acting on  its  behalf (collectively raltron /rami tech), disclaim any and all liability for any errors or inaccuracies contained in  this data sheet.  while raltron/rami tech has made every reasonable effort ensure the accuracy of all product information, sp ecifications and data contained herein, ral tron/rami tech does not guarantee that the information is accurate,  reliable or current.   the product information is provided only for reference purposes only and is subject to change, correct ion or revision, at any time without notice.  raltron/rami tech   does not assume any liability arising out of an  application or use of any product described herein and disclaims any warranties expressed or implied.  the user of products i n such applications shall assume all risks of such use and will agree to hold ralt ron/rami tech, harmless  against all damages.        copyright ? 2016, raltron electronics / rami technology usa, llc.  all rights reserved. no part of this document may be repro duced in any form without the prior written permission of raltron electronics / ra mi technology usa, llc.    
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