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		  Datasheet File OCR Text:


		  ||||||| | | | | | | | | abmm2 applications: features: standard specifications: ? suitable for rohs compliant reflow ? low height 1.2 mm max ? seam sealed ceramic package assures high reliability ? computers, modems, microprocessors ? communication, test equipment ? pcmcia 3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 01.18.13 visit www.abracon.com for terms & conditions of sale abracon is  ce r tified  abracon is  iso9001:2008 ce r tified  tabl e  1-  standard  esr       fre q u e n c y   ( mhz )   esr( ? )  m a x   7 . 3 7 2 8   - 7 . 9 9 9 9 9 9   (f u n d )   1 5 0   8 . 0 0 0   -9 . 9 9 9 9 9 9   ( f u n d )   7 2   1 0 . 0 0 0   - 5 0 . 0 0 0   ( f u n d )   5 0   30 . 0 0 0   ?   1 0 0 . 0 0 0   ( 3 rd   o t)   6 0   1 0 0 . 00 1   ?   1 1 0 . 0 0 0   ( 5 t h   ot)  80  ceramic surface mount        low  profile quartz crystals 6 . 0   x   3 . 6   x   1 . 2   m m ? available tight tolerance and stability p ar am et e rs   mi n i m u m   t ypic a l   max i m u m   u nit s   n ot es   fre que ncy  r ang e  7.3728     110.00   mhz     o per a tion  mod e   7 . 3 7 2 8   ?   3 0 . 0 0 mh z  fundam ent al     sta nda r d      3 0 . 0 1   ?   1 0 0 . 0 0 mh z   3 r d  o v ertone     sta nda r d   1 0 0 . 0 1   ?   1 1 0 . 0 0 mh z   5 t h  o v ertone     sta nda r d   3 0 . 0 1   ?   5 0 . 0 0 mh z   fundam ent al     see op tion s   o per a ting t em per at u r e   - 10     + 60   o c   see op tion s   stor ag e  t em per a t ur e   - 40     + 85   o c     fre que ncy  t o l e r anc e  @ +2 5  c   - 20     + 20   ppm   see op tion s   fre que ncy   sta b i l ity  ov er  t h e opera t i ng   t em per a t ur e (   r e f . t o  +25  c )   - 20     + 20   ppm   see op tion s   equiv al en t  s er i es   r es i s t an ce  ( r 1)   see t abl e 1 be l ow        shunt c apa ci t anc e ( c 0 )       7.0  pf     load ca pac ita nce   ( c l)     18.0     pf   sta nda r d  ( s ee  opti ons   if   o th e r  t h a n   s t d)   d r i v e lev el     100   500  w     a g i ng   - 2     + 2  ppm   @ 25  c  3  c   fir st  y ea r   i nsul at i on r es i st anc e   500      m    @  100v dc    1 5v       pb rohs /rohs  ii com p li an t  

 |||||||| | | | | | | | abmm2 3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 01.18.13 visit www.abracon.com for terms & conditions of sale abracon is  ce r tified  abracon is  iso9001:2008 ce r tified  ceramic surface mount        low  profile quartz crystals 6 . 0   x   3 . 6   x   1 . 2   m m options & part identification: (left blank if standard) abmm2 -                mhz -     -               -     -            -               frequenc y  in   mhz   please  speci fy  the    fr e q u e n c y   i n   m h z .   e . g .   1 6 . 0 0 0 m h z    p a c k a g i n g   bla n k :   b u l k   t:   1 0 00 p cs   /   r e el   t 2 :   2 50 p cs   /   r eel   load  capacitance  (pf )   please  speci fy  cl   in  pf  ( 8   t o   3 3 p f )   o r   s   f o r   s e r ie s   p leas e  con tact  a br ac o n   f o r   ot h e r   va l u e s  freq .   s t a bilit y   b l a n k :  s t a n d a r d   f ;   f u n d .   a t   f o r   f>30mhz   cu s t o m  e s r  i f   other  than  s t andar d   r     :  speci fy  a  va lue  in  ?   (e. g .:  r 4 0)   freq.  t o lerance  1 :      1 0   p p m     7 :      1 5   p p m     freq u en c y   s t a b ilit y  (p p m )  op e r a t in g t e m p .  10 20 30 50 10 0   0c ~ +50 c   a 3   a 4   a 6   --- --   --- --   -10  c   ~   + 5 0  c   b3   b4   b6   --- --   --- --   -10  c   ~   + 6 0  c   c1   std   c6   - - - - -   - - - - -     -20  c   ~   + 7 0  c   e 1   e 2   e 6   - - - - -   - - - - -   -40  c   ~   + 8 5  c   - - - - -   d 1   d 6   d 5   - - - - -   -40c ~ +1 0 5c  - - - - -   - - - - -   - - - - -   j 5   j 10   -40c ~ +1 2 5c  - - - - -   - - - - -   - - - - -   k5   k10  pb rohs /rohs  ii com p li an t

 outline drawing: tape & reel: dimensions: inches (mm) reflow profile dimensions: mm ||||||| | | | | | | | | abmm2 3 0 3 3 2   e s p e r a n z a ,   r a n c h o   s a n t a   m a r g a r i t a ,   c a l i f o r n i a 9 2 6 8 8 t e l   9 4 9 - 5 4 6 - 8 0 0 0 |   f a x   9 4 9 - 5 4 6 - 8 0 0 1 |   w w w . a b r a c o n . c o m revised: 01.18.13 visit www.abracon.com for terms & conditions of sale abracon is  ce r tified  abracon is  iso9001:2008 ce r tified  ceramic surface mount        low  profile quartz crystals 6 . 0   x   3 . 6   x   1 . 2   m m no t e   1 :  a   c h amf e r  o f   0 . 3 m m  may   a pp e ar  on   p a d   1   o r  4   no t e   2 :  a   r o u nd e d   p a d   ma y   a pp e a r   o n   p a d   1                                   a t t e n t i o n : a b r a c o n   c o r p o r a t i o n ? s   p r o d u c t s   a r e   c o t s   ?   c o m m e r c i a l - o f f - t h e - s h e l f   p r o d u c t s ;   s u i t a b l e   f o r   c o m m e r c i a l ,   i n d u s t r i a l   a n d ,   w h e r e   d e s i g n a t e d ,   a u t o m ot i v e   a p p l i c a - t i o n s .     a b r a c o n ? s   p r o d u c t s   a r e   n o t   s p e c i f ica l l y   d e s i g n e d   f o r   m il i t a r y ,   a v i a t i o n ,   a e r o s p a c e ,   l i f e - d e p e n d a n t   m e d i c a l   a p p lic a t i o n s   o r   a n y   a p p lic a t i o n   r e q u i r i n g   h i g h   r e l i a b il i t y   w h e r e   c o m p o n e n t   f a i l u r e   c o u l d   r e s u l t   i n   l o s s   o f   l i f e   a n d / o r   p r o p e r t y .   f o r   a p p lic a t i o n s   r e q u i r i n g   h i g h   r e l i a b i l i t y   a n d / o r   p r e s e n t i n g   a n   e x t r e m e   o p e r a t i n g  e n v i r o n m e n t ,   w r itten   c o n s e n t   a n d   au t h o r izat i o n   f r o m   a b r a c o n   c o r p o r at i o n   i s   r e q u i r e d .   p l e a s e   c o n t a c t   a b r a c o n   c o r p o r a t i o n   f o r   m o r e   i n f o r m a t i o n .  note 3: pin 2 and 4 are connected to the metal lid.                please connect to gnd pb rohs /rohs  ii com p li an t t: tape and reel (1,000pcs/reel) t2: tape and reel (250pcspcs/reel)
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