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		  Datasheet File OCR Text:


		  support arm cortex a8 core / freescale i.mx515 800mhz mpu / low power consumption  and cost-efficiency / win ce6.0 EF-51LF   system cpu support freescale i.mx515 800mhz os image os microsoft windows ce 6.0 display display 1-24 bit  ttl  transfer l vds display 2-18 bit  ttl  for 7? resolution up to wxga(1280 x 800) support 720p30 v ideo decode support v ideo decode (mpeg-2,h.264,vc1,mpeg-4, h. 263, divx, vc1) gpu support openvg 1.1,& opengl/es 2.0 lan chip  t ype single ports; rj45 connector on board - xcvr phy  10/100mbps (smsc lan8710a) memory up to 512 mbyte ddr2 sdram on board flash e-nand 2gb pmic freescale mc13892jvk sound audio codec(freescale sgtl5000xnaa3r2) wdt   built-in freescale i.mx515 mpu dimension 145 mm x 102 mm ate fcc / ce   i/o ports lcd interface 1 x 40 pin fpc connector for 7?  ttl  lcd 2 x 15 pin connector for 15? l vds lcd serial port 2 port on board (1)com1:d-sub 9 pin (tx,rx,cts,r ts) ; (2)com2: 1x5 pin wafer(2.0mm pitch)for rs485 or rs232 (tx & rx signal) lan 1 x rj45 connector (10/100 ethernet) audio codec audio codec(freescale sgtl5000xnaa3r2) audio  amp (1) phone jack for line-out/mic (2) 1 x 2 pins internal speaker , usb 5port (1)1 port for usb2.0 otg 2.0; (2)4 port for usb2.0 host  ( from smsc 2514 usb hub) 2 port for internal connector & 2 port for external connector t ouch panel 1 x 4 pin fpc connector for 4-wire 7? touch panel  inverter 1 x 6 pin connector for 12v inverter sd/mmc 1 x micro sd slot, digital i/o 3 bit input and 3 bit output digital port availability(2x5 pin 2.0 mm wafer) keypad reserved keypad connector for 48 key switch system status 1 x 2 pin for power led,  environment power supply single dc in (12v) power  adapter operation  t emp. 0 ~ 60 c ( 32 ~ 140 f ) storage  t emp. - 40 ~ 85 c ( - 40 ~ 185 f ) humidity operation humidity 20 ~ 90%,  storage humidity 20 ~ 95% *all information contained in this document is subject to change without prior notice.   please log on www .protech.com.tw to acquire latest information. protech systems protech systems protech systems co., ltd.  no. 24, lane 365, yang goang street,  nei hu district taipei 114, taiwan r.o.c.   tel: +886-2-8751-1111 / fax: +886-2-8751-1199   e-mail: sales@protech.com.tw  www.protech.com.tw features specifications     freescale i.mx515 800mhz mpu has  low power consumption and  cost-efficiency support freescale i.mx515 800mhz mpu( cortex a8 core) memory support up to 512 mbyte ddr2 sdram on board 2gb e-nand for storage display support 18 bit ttl for 7? lcd panel& 24 bit lvds for  15? lcd panel, resolution up to wxga(1280 x 800) support 720p30 video decode support windows ce 6.0 os                 
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