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		  Datasheet File OCR Text:


		  parameters minimum typical maximum units note range of receiving  frequency 902-928 mhz frequency of lowest   return loss 9155 mhz (based on 200 x  200mm gnd plane) ic protocol is0 18000-6c/epc class1 gen2 memory 96 epc bits 512 user  bits reading range 1.2 m working temperature -30 +85 ?c storage temperature -40 +110 ?c frequency temperature  coeffcient 010 ppm/?c esd (hbm) 2 kv 2kv class 2 hbm  long range rfid tag ideal for metal surfaces ART915X2117225TX21-IC pb   rohs/rohs ii com pliant msl= 1 abracon is  iso9001-2008 certified 5101 hidden creek lane spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sale please visit: www.abracon.com revised: 07/13/2016  esd sensitiv e 20.4 x 17.0 x 2.95 mm standard specifications  features applications ?  1.2 meters read range on metal surfaces ?  wide -30c to 85c operating temperature range ?  uhf band operation 902 to 928mhz ?  matched for lowest return loss at 915mhz ?  tag incorporates matched alien h3 rfic ?  20.4 x 17.0 x 2.95mm height ceramic tag ?  is0 18000-6c/epc class1 gen2 compliant ?  peel & stick easy installation ?  suitable for non-metal surfaces ?  robust, long life over wide temperature range ?  asset tracking: vehicles, machinery, tools, steel  containers, servers, etc. ?  product inventory management: metallic assem - blies, chassis, doors, equipment, etc. ?  industrial internet of things (iiot)  ?  automatic vehicle identifcation (avi) ?  wildlife identifcation and waste management ?  long distance rfid /non-stop access control

 mounting: the antenna is mounted with double sided adhesive tape that is attached to the antenna. package  type   quantity tray 60pcs/tray vacuum bag 300pcs/vacuum bag moq 300pcs tray  long range rfid tag ideal for metal surfaces ART915X2117225TX21-IC pb   rohs/rohs ii com pliant msl= 1 abracon is  iso9001-2008 certified 5101 hidden creek lane spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sale please visit: www.abracon.com revised: 07/13/2016  esd sensitiv e 20.4 x 17.0 x 2.95 mm mechanical dimensions (all dimensions are in  mm) tolerances are 0.2mm, unless otherwise specifed* packaging

 notes 1.  the parts are manufactured in accordance with this specifcation. if other conditions and specifcations  which are required for this specifcation, please contact abracon for more information. 2.  abracon will supply the parts in accordance with this specifcation unless we receive a written request  to modify prior to an order placement. 3.  in no case shall abracon be liable for any product failure from in appropriate handling or operation of  the item beyond the scope of this specifcation. 4.  when changing your production process post-validation, please notify  abracon immediately. 5.  abracons products are cots C commercial-off-the-shelf products; suitable for commercial, indus - trial and, where designated, automotive applications. abracons products are not specifcally designed  for military, aviation, aerospace, life-dependant medical applications or any application requiring high  reliability where component failure could result in loss of life and/or property damage.  6.  all specifcations and marking will be subject to change without notice.   caution 1.  do not apply excess mechanical stress to the component body or terminations. do not attempt to re-form or  bend the components as this will cause damage to the component. 2.  do not expose the component to open fame. 3.  this specifcation applies to the functionality of the component as a single unit. for optimal performance,  in-circuit validation is recommended.  4.  electrostatic sensitive device; observe standard precautions for handling.        long range rfid tag ideal for metal surfaces ART915X2117225TX21-IC pb   rohs/rohs ii com pliant msl= 1 abracon is  iso9001-2008 certified 5101 hidden creek lane spicewood tx 78669 phone: 512-371-6159 | fax: 512-351-8858 for terms and conditions of sale please visit: www.abracon.com revised: 07/13/2016  esd sensitiv e 20.4 x 17.0 x 2.95 mm
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